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Abstract
Die Dynamik von Atomen zeigt die thermodynamischen und mechanischen Eigen-
schaften von Festko¨rpern in ihrer fundamentalen Form. Die Festko¨rperphysik teilt
die Bewegung der Atome in Schwingungen und absolute Bewegung im Raum ein. In
dieser Arbeit wird ein komplettes Bild anisotroper Dynamik in epitaktischen FePt-
Nanoschichten pra¨sentiert. Diese spezielle Phase ist ein vielversprechender Kandidat
fu¨r Festplatten der na¨chsten Generation.
Untersuchungen anisotroper Eigenschaften in der L10-Struktur sind generell selten,
da die tetragonale Symmetrie sogar in Einkristallen unterschiedliche Orientierungen
zula¨ßt. Werden jedoch Schichten epitaktisch auf geeigneten Substraten aufgewachsen,
so lassen sich Proben mit einer definierten Gitterorientierung erzeugen. Als Methode
wa¨hlen wir kernresonante Ro¨ntgenstreuung, die uns bestimmte Schichten von Atomen
u¨ber die Verwendung spezieller Isotope markieren la¨ßt.
Der erste Teil behandelt Fe-Selbstdiffusion in epitaktischen L10-geordneten FePt-
Nanoschichten. Ein isotopisches Vielschichtensystem aus [57FePt/natFePt]10 auf MgO-
(110) wurde bei Temperaturen von 653 K bis 743 K ausgeheizt. Mittels kernresonanter
Streuung kann hier die Abnahme der isotopischen U¨berstruktur durch Diffusion beo-
bachtet werden. Die gut definierte Orientierung der Struktur in den Schichten erlaubt es
die Anisotropie zu bestimmen. Die Diffusion entlang der a-Richtung der L10-Struktur
ist um zwei Gro¨ßenordnungen schneller als in der c-Richtung. Dieser gravierende
Unterschied stimmt qualitativ mit dem erwarteten Diffusionsmechanismus u¨berein,
ist aber bedeutend ho¨her als in vergleichbaren Strukturen wie TiAl. Ein wichtiger
Punkt war dabei der Vergleich der Auswertung mit kinematischer bzw. dynamischer
Streutheorie, in der auch die Hyperfein-Wechselwirkung beru¨cksichtig wird.
Im zweiten Teil wird die Anisotropie der Zustandsdichte der Gitterschwingungen
mit inelastischer kernresonanter Streuung untersucht. Die Orientierung der Struktur
in den Proben entspricht jener im ersten Teil, wobei hier die gesamte Probe mit 57Fe
angereichert ist. Die gemessene Anisotropie stimmt gut mit ab-inito Berechnungen
u¨berein und la¨ßt auf anisotrope elastische Eigenschaften schließen. Durch die Ober-
fla¨chensensitivita¨t der Methode und die Tiefenabha¨ngigkeit der Zustandsdichte aus
den ab-initio Rechnungen ko¨nnen wir die letzte Schicht vor der Oberfla¨che als Pt
identifizieren.
Die anisotropen dynamischen Eigenschaften der L10-Struktur am Beispiel FePt
wurden ausfu¨hrlich untersucht. Die ungewo¨hnlich starke Anisotropie der Diffusionskon-
stante und der Zustandsdichte regt zu weiteren Untersuchungen sowohl bei vergleich-
baren Temperaturen als auch in a¨hnlichen Systemen an.

Abstract
Atomic dynamics contain the thermodynamic and mechanical properties of solids in its
fundamental form. Solid state physics separates atomic motion into atomic vibrations
(phonons) and spatial net motion (diffusion). In this thesis a complete picture of
anisotropic atomic motion in epitaxial L10-ordered FePt thin films is presented. This
specific phase is one of the most promising candidates for next-generation hard drives
for its large magnetocrystalline uniaxial anisotropy and excellent thermal stability.
In general anisotropic studies in the L10-structure are scarce due to its tetragonal
nature permitting different orientations even in single crystals. However, by growing
films epitaxially on suitable substrates, samples with a consistent lattice orientation
can be produced. The method of choice is nuclear resonant scattering for its ability to
see only the atoms marked by using a special isotope.
The first and major part deals with Fe self-diffusion in epitaxial L10-ordered FePt
thin films. Isotopic multilayers of [57FePt/natFePt]10 on MgO(110) were annealed at
temperatures between 653 K and 743 K. Nuclear resonant scattering reveals the decay
of the isotopic superstructure due to diffusion. The well-defined orientation of the
lattice in FePt-thin films allows to resolve the strong anisotropy of diffusion in the
tetragonal structure. The diffusion along the a-axes of the L10 structure is up to two
orders of magnitude faster than along the c-axis, which is in line with the commonly
assumed diffusion mechanism in this structure, but the anisotropy is much higher than
in comparable structures such as TiAl. An essential subtopic of this study was to
compare the classical kinematical evaluation to an analysis employing the full dynamical
scattering theory including the hyperfine parameters of the nuclear resonances.
In the second part the anisotropy of the phonon density of states is investigated by
inelastic nuclear resonant scattering. The orientation of the structure in the sample is
the same as above, in this case however the whole sample is enriched with 57Fe. The
measured anisotropy is in good agreement with ab-initio calculations, and suggests
significant anisotropy in the elastic properties of FePt in particular, but L10-phases in
general. Additionally depth-dependent ab-initio calculations show significant differences
in the density of states. The strong surface sensitivity of the grazing incidence geometry
of the experiment enabled us to identify the top atomic layer made up of Pt.
Overall the anisotropic dynamic properties of the L10-structure, on FePt as the
model system, are thoroughly investigated. The strong anisotropy in the diffusion
constant and the phonon density of state encourages further studies at comparable
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In our information society stable high density data storage is of great importance.
Various materials are being investigated as storage media for such devices. Up to
now the digital information is stored in domains with a magnetizations parallel to the
surface. For this technique, however, the physical limit for spontaneous magnetization
flips is reached. Two promising approaches for next generation storage devices have
been identified:
Perpendicular data recording Magnetization perpendicular to the film surface
permits a drastic decrease of the domain size for magnetic domains that are
thermally stable [Yan et al., 2006; Suess et al., 2007].
Patterned media of monodisperse nanoparticles Decoupling of the magnetic in-
teraction by spatially separated domains is another way to decrease the size of
stable magnetic domains [Sun et al., 2000; Takahashi et al., 2003; Terris and
Thomson, 2005].
In both cases FePt is one of the most promising candidates, because of the large
magnetocrystalline uniaxial anisotropy (∼ 7 J cm−3) of the L10 phase in general
[Staunton et al., 2004], and the thermal stability of this material in particular [Weller
et al., 2000].
Although experimentally achieving only about ρ ∼ 1.5 Pb m−2, where 1 b is one bit
of digital information, i.e. 0 or 1, for a combination of thermally assisted writing on
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patterned media, Stipe et al. [2010] considers storage densities of ρ ∼ 150 Pb m−2 ∼
15 Tb cm−2 theoretically possible for high-anisotropy materials such as FePt, corre-
sponding to a bit area of A ∼ ρ−1 ∼ 6.5 nm2 b−1 and thus a bit length of approximately
a ∼ A1/2 ∼ 2.6 nm b−1, possibly enabling 3 orders of magnitude higher storage density
than today’s hard drives with a maximum capacity of 3 TB (1 B = 8 b).
As early as the classical greek philosophy, humanity understood “Everything is in
motion” (Heraklitus, Plato) as a fundamental property of nature. Through atomic
dynamics the thermodynamic and mechanical properties can be observed in its fun-
damental form. Solid state physics separates atomic motion into atomic vibrations
(phonons) and spatial net motion (diffusion). In this thesis a complete picture of
anisotropic atomic motion in epitaxial L10-ordered FePt thin films is presented.
Information about atomic motion in thin films is crucial for their synthesis and
stability. This calls for a detailed investigation of the fundamental mechanism of
diffusion at temperatures as close as possible to typical operating temperatures of such
storage devices.
The tetragonal L10 phase of FePt exists over a wide compositional range from 0.45
to 0.65 atomic fraction of Fe and remains ordered up to 1553 K (Fig. 1.1). The FePt
phase diagram from the phase diagram collection of Massalski [1986], shown in Fig. 1.1,
originates from Kubaschewski [1982]. The phase diagram shows a number of similarities
to the FeNi and FePd systems. The solidification areas appear to be rather narrow, the
center is made up of an continuous solid solution fcc phase (γFe,Pt), spanning the whole
composition range, and confined within it we find three superstructures, namely L12
(Fe3Pt), L10 (FePt) and L12 (FePt3). By cooling down on the iron-rich side, passing
the melting point of Fe at 1811 K, the melt stabilises in bcc as its first solid structure
(δFe). As is well known from pure iron from 1667 K down fcc becomes the ground state
of the solid, followed again by an bcc structure (αFe) with the widest of the transition
areas, differing from the higher temperature bcc in its magnetic structure. This phase
also incorporates the magnetic ordering transition marked by the dashed line indicating
the Curie temperature of 1043 K. Additionally, alloys with atomic fraction between
0.22 and 0.35 of Pt show almost no thermal expansion [Sumiyama et al., 1979], which
is referred to as the Invar effect. Furthermore martensitic transformations from fcc
austenite to bcc martensite have been observed in alloys near the Fe3Pt composition
[Dunne and Wayman, 1973a,b], drawing attention as a shape-memory material. Our
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interest is focused on the range of approximately 0.35 to 0.55 atomic fraction of Pt
of the L10-FePt phase bearing the large uniaxial magnetic anisotropy interesting for

















Figure 1.1.: Binary phase diagram of FePt. On the iron-rich side on cooling down the
first stable state is a bcc followed by a intermediate large span of fcc solid
solution and again the bcc structure as the ground state. With increasing
Pt content there exist 3 superstructure phases derived from the fcc solid
solution, namely L12 (Fe3Pt), L10 (FePt) and L12 (FePt3). The tetragonal
L10 exhibits the large uniaxial magnetic anisotropy interesting for novel
high density magnetic recording media.
A recent study of flash-lamp annealed FePt films of a thickness of 20 nm found
the highest magnetic coercivity of 8.3× 105 A m−1 for Fe53Pt47, a composition very
close to the here investigated samples [Brombacher et al., 2012]. Although the overall
magnetization is isotropic the coercivity measurements suggest the formation of a
polycrystalline solid with large crystallites of high magnetic anisotropy. This method
could prove viable as a tool to magnetize nano-particles with high magnetic stability.
Stable perpendicular magnetization was recently also observed for FePt surface alloys
on Pt (997) substrates [Honolka et al., 2009]. The maximum magnetic anisotropy was
achieved at an Fe concentration between 0.5 and 0.6. Although this could render to be
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a viable alternative to FePt films for data storage devices, it confirms FePt close to
stoichiometry as a material with astounding magnetic properties.
1.2. Diffusion in solids
The standard method for determining macroscopic diffusion coefficients in solids is the
tracer technique [Gro´h and von Hevesy, 1921; Philibert, 1991; Mehrer, 2007]. Here
a radioactive or otherwise detectable, e.g. via fluorescence, element is introduced
into the investigated solid. For self-diffusion the tracer is preferably an isotope of
the investigated chemical element or at least of similar chemical properties. Thermal
treatments at different temperatures set the diffusion rate of the tracer in the sample.
Subsequently the diffusive spread of the tracer (in most cases 1-dimensional) is measured
throughout the solid and compared to the solution of the diffusion equation. Here the
resolution of the concentration measurement is the limiting factor, as it involves either
cutting the sample into sections, which additionally makes this method destructive, or
limiting the detection of the isotropic nuclear decay of the tracer to a small angular
sector reducing the number of events, thus increasing the relative standard deviation
of the experiment.
To make this method applicable for slower diffusivities (e.g. at lower temperatures)
one would need to resolve smaller length scales in the sample. X-ray diffraction comes to
mind if the resolution of the smallest structures in solids is necessary as the wavelength
of the photons is even smaller than the typical atomic distance. Thus this method
is capable of resolving superstructures down to a few lattice constants. Although it
would be possible to extract the full information from scattering on a single interface,
multilayers are used to amplify the essential parts of the scattering experiment by
superposition, thus increasing the contrast of the experiment. So analogous to Bragg
scattering the layered superstructure generates intensity maxima at rather low angles
corresponding to the large superstructure period in the film. Depending on the x-ray
energy the positions can be close to the total reflection angle. Additionally for an
approximately periodic structure a simple expression for the evaluation in terms of
diffusion can be found in Eq. (2.43). This concept was first proven valid for interdiffusion
in chemically inhomogeneous multilayers [DuMond and Youtz, 1940].
Note that for conventional electronic scattering the intensity maxima reflect the
periodic variations in the electronic density. Then again this does not come without the
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disadvantage of inherent concentration, or in other words density, dependent diffusion
constants.
This may be acceptable for interdiffusion studies, but for pure self-diffusion studies
chemical, and thus electronic, homogeneity is a major requirement. Therefore nuclear
sensitive methods have to be introduced. Besides neutron reflectometry [Gupta et al.,
2004] it is possible to utilize the well-known nuclear transition of 14.4 keV of the
Mo¨ssbauer isotope 57Fe for nuclear resonant scattering [Ru¨ffer and Chumakov, 1996;
Gupta et al., 2005; Rennhofer et al., 2006], requiring samples with a one-dimensional
superstructure, preferably of a period just about one order of magnitude above the
lattice constant. These features are best achieved by films with a changing isotope
concentration over the individual layers. In addition a preferred orientation of the
lattice can be chosen by a suitable substrate, thus enabling the measurement of diffusion
in different directions and furthermore resolving its anisotropy.
Assuming the kinematical approximation for the scattering process one can derive
a simple relation between the decay of the super-structure Bragg peak intensity of a
multilayer and the diffusion constant [DuMond and Youtz, 1940]. In this thesis, however,
the full dynamical scattering theory including non-periodic boundary conditions, the
distinct hyperfine parameters and the time integration window of the detector is
applied.
A new method referred to as x-ray photon correlation spectroscopy (XPCS) to
measure even atomic diffusion for similarly small diffusion lengths was developed in
our group recently [Leitner et al., 2009]. It should provide complementary data for
comparison. State of the art synchrotron sources with a sufficiently large portion of
coherent photons should even be able to illuminate the atomic jumps in thin film
samples, which can preserve anisotropy macroscopically.
1.3. Mo¨ssbauer effect
The nuclear resonant transition mentioned above is the foundation for the Mo¨ssbauer
spectroscopy, on of the most successful spectroscopy methods with a wide range
of applications from physics, metallurgy, biophysics up to archaeology and geology.
Especially the transition from the ground state to the first excited state in 57Fe found
wide application due to its very sharp resonance lines. Basically the Mo¨ssbauer effect
describes resonant absorption and subsequent recoil-free emission of a photon by an
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atomic nucleus. In the particle representation the vanishing recoil can be explained
by a lack of phonon states within the the typical recoil energy scope. The momentum
transfer, however, is non zero and hence temperature dependent. The main ideas of
this section are taken from Wegener [1965].
For an intuitive access to the main features of this effect I introduce a ground
|ψg〉 ∝ e−iEgt and an excited state |ψe〉 ∝ e−i(Ee−iΓ/2)t of a nucleus. The temporal
evolution of the emitted electric field (photon) is expected to be similar to the one of
the nuclear density ρ at its deexcitation
E(t) ∝ ρ(t) = 〈ψg|ψe〉 ∝ e−iω0te−Γt/2 , (1.1)
with the resonance at ω0 ≡ Ee−Eg. The first exponential of the electric field describes
the temporal periodicity, whereas the second one holds the decay of the field amplitude
in time. A simple Fourier transform F yields
F (ω) = FE(t) ∝ Γ/2− i(ω − ω0)
(ω − ω0)2 + (Γ/2)2 (1.2)
and for the intensity the typical Lorentz shape of the resonance line in the energy
domain
I(ω) ∝ |F (ω)|2 ∝ 1
(ω − ω0)2 + (Γ/2)2 . (1.3)
The probability to find a nucleus still excited at a time t is then given by
pe(t) ∝ 〈ψe|ψe〉 = |ψe|2 ∝ e−Γt , (1.4)
which identifies τ ≡ 1/Γ as the mean life time of the excited state |ψe〉. For 57Fe the
natural life time of the first excited state is τ = 141.11 ns corresponding to a natural line
width of ~Γ = 4.66 neV. For a transition energy of 14.4125 keV [Ro¨hlsberger, 2004] this
equates to a extremely low relative line width in the order of 10−13. From this fact alone
one can see the magnificence of this method able to resolve the smallest perturbations of
an atomic nucleus. Experimental data of standard Mo¨ssbauer experiments (transmission
or CEMS) shows twice the spectral width due to the distribution of source and sample
∼ 10 neV, e.g., see Fig. 3.3. Nevertheless the energy splittings that can be resolved in
real samples can be scanned by tuning the resonance energy by just moving the photon
source.
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Of course the standard source for x-rays with a suitable energy for the transition
of 57Fe has to be an already excited 57Fe nucleus, due to the very narrow bandwidth
shown in Fig. 1.2. The Co isotope 57Co with a half-life of T1/2 = 271.8 d decays by
electron-capture into a higher excited state of 57Fe, further proceeding into the required
excited state by a probability of 0.88, whereas the rest decays directly to the ground
state. This final excited nucleus decays into the ground state by emitting a photon
(0.10) or a conversion electron (0.90). While the majority of the experiments detect
the transmitted photons, thin film samples are usually investigated by collecting the





















Figure 1.2.: Standard source: 57Co isotope with a half-life of 271.8 d decays via electron-
capture to a highly excited state. Further de-excitation leads to the desired
first excited state of 14.4 keV. Excited nuclei decay into the ground state
by emitting a photon γ or a conversion electron e−. The source energy
is tuned by moving the source thus scanning the energy of absorption of
perturbed nuclei in the sample.
Modern day synchrotron sources, however, can produce hard x-rays of high brilliance
and intensity in the essential energy regime. State of the art monochromators allow to
extract a relatively small energy bandwidth for nuclear sensitive methods. Although
not narrow enough for energy-resolved experiments, the time resolution of such a source,
given by the time between electron bunches, is predestined to expand the method
from the energy into the time domain. On the one hand coherent scattering may give
additional structural information about the investigated matter. On the other hand




2.1. Diffusion in thin films
The outline of this section is the description of diffusion in an in-plane homogeneous
but in depth isotopically varying, otherwise chemically homogeneous thin film. The
appropriate theoretical framework for describing the temporal evolution of a sample
with a concentration profile c is simply the one-dimensional diffusion equation with
constant coefficients D (
∂t −D∂2z
)
c(t, z) = 0 . (2.1)
Note that in contrast to diffusion in chemically inhomogeneous systems here the
chemical composition is uniform everywhere, therefore no concentration dependence
of D complicates the picture. Before the scattered intensity of the sample can be
calculated, the diffusion equation has to be solved with suitable boundary conditions,
which in our case is an initial concentration profile c(0, z) = g(z) and Neumann type
boundary conditions at the film surface z = 0 and the substrate interface z = d, in
other words ∂zc(t, 0) = ∂zc(t, d) = 0.
2.1.1. Solution by convolution via Fourier transform
In the Fourier space the spatial derivative of the concentration function translates to a
multiplication with iq. Thus assuming a sufficiently rapid decreasing concentration
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function c we find for the diffusion equation
∂t (Fc) (t, q) = ∂t
∫










−iqz) c(t, z) = −q2D ∫ dz e−iqzc(t, z)
= −q2D (Fc) (t, q) . (2.2)
These equations hold because both the concentration and its derivative is vanishing far
outside of the investigated region. Integration of this relation is
(Fc) (t, q) = e−q2Dt (Fc) (0, q)
= e−q
2Dt (Fg) (q) (2.3)
and using (Fc)(0, q) = (Fg)(q) with the initial concentration g reveals that the Fourier
transform of the latter decreases exponentially with time t. On the other hand this
exponential is a normal distribution over q and we know that the Fourier transform
of a normal distribution with width σq is again a normal distribution with inverse
width σz = 1/σq = 2Dt. Therefore the exponential can be represented by the Fourier
transform of a normal distribution and further manipulation leads to
(Fc) (t, q) = (Ff) (t, q) (Fg) (q)
= (F (f ∗ g)) (t, q) , (2.4)
where the latter is the Fourier transform of a convolution of the initial concentration
with the so called fundamental solution
f(t, z) = (4piDt)−1/2 e−z
2/4Dt . (2.5)
A simple inverse Fourier transform yields the concentration in real space
c(t, z) = (f ∗ g) (t, z) =
∫
dξ f(t, z − ξ)g(ξ) , (2.6)
which in the end is the convolution of the initial composition g with the fundamental
solution f in form of a normal distribution. So to say the width of the normal
distribution increases with time t, therefore the initial composition variation is smeared
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out. A detailed proof that this is a unique solution for the diffusion equation can be
found in Fischer and Kaul [2007, p. 402].
The solution could therefore be calculated in the reciprocal domain, as the convolution
reduces to a simple multiplication
c(t, z) = (f ∗ g)(t, z) = F−1( (Ff) (Fg) )(t, q) , (2.7)
called the convolution theorem.
However, considering Neumann boundary conditions the presumptions for the con-
centration function may not be met. An intuitive way to have vanishing concentration
flux on both ends of the film is to mirror the concentration profile on one and assume
further periodic boundary conditions. In this case I utilize the periodicity of the









dx eiqnxc(t, x) (2.8)
with the time dependent Fourier coefficients Cn(t), limited to an arbitrary interval
[x0, x0 +X), which we may choose to be the concentration profile of the sample
mirrored at the interface to the surface. Inserting the latter into the diffusion equation






and further the actual time dependence of the Fourier coefficients
Cn(t) = e
−q2nDtCn(0) . (2.10)
The Fourier transform of this normal distribution can again be expressed as a Fourier
transform of the fundamental solution. After rearranging and substituting x+ x′ → x
as shown in the following few lines for a certain qn = q





















































dx′ g(t, x′)c0(x− x′)
= (F (g ∗ c0)) (t, q) , (2.11)
where I denoted c0(x) = c(0, x) and g(t, x) ≡ e−x2/4Dt, we arrive at a similar solution
for the diffusion equation, except in this version the Fourier transform is to be taken
only on a single period of the concentration function. Because of the efficiency of Fast
Fourier transforms (FFT), solving this equation, employing the convolution theorem of
Eq. (2.7), is significantly faster than computing the actual convolution.
For different orientations in various domains we get different fundamental solutions
with their specific diffusion constants Dj . The diffusion equation has to hold for each
individual domain, thus the solution is the sum of the individual convolutions. However


























is valid, therefore it is equivalent to do the convolution of the weighted sum of the
individual fundamental solutions. The relevant code is presented in Sec. B.2.
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2.1.2. Solution via finite differences
Alternatively the partial differential equation may be approximated by finite differences.
This way one may also introduce a concentration dependence of the diffusion constant.
For example the diffusion equation for a diffusion parameter with linear concentration
dependence D(c) = D0 +D1c is
∂tc(t, z) = ∂z (D(c)∂zc(t, z))
= ∂zD(c)∂zc(t, z) +D(c)∂
2
zc(t, z)
= D1 (∂zc(t, z))
2 + (D0 +D1c(t, z)) ∂
2
zc(t, z) . (2.13)
The finite central difference may be approximated by
δfn = fn+1/2 − fn−1/2 ≈
1
2
(fn+1 − fn−1) (2.14)
and the second order central difference is
δ2fn = fn+1 − 2fn + fn−1 . (2.15)
Therefore, applying the forward difference in time
∆f t = f t+1 − f t , (2.16)

















The Neumann boundary condition is met by mirroring the concentration at both the
surface of the film and the interface to the substrate. If I denote the concentration
right inside the film as c1 then the concentration right outside is c0 = c1. For the
concentration gradient and the curvature applies δc0 = −δc1 = 0 and δ2c0 = δ2c1,
respectively.
This approximation is however unstable as we can see by employing von Neumann











and neglect second order terms of the error I arrive at the inequality for the error






D1 cos(k∆z)− 4D0 sin2(k∆z)
)∣∣∣∣ ≤ 1 . (2.19)
This reveals that the error is growing in every case and it has to be tested if this
deviation is affecting the result to a problematic extent. Therefore the discretization
grid has to be chosen with care. It should be mentioned, that for non-linear equations
like this one, even a positive result from this kind of stability analysis is indeed necessary,
but not sufficient for a bounded solution. For diffusion constants with no concentration





and is sufficient to guarantee a stable solution. On the other hand a more complex
implicit finite difference equations with unconditional stability at least for constant
diffusion coefficient exists, i.e. the Crank-Nicholson scheme [Crank and Nicholson, 1947;















Another way would be to consider mainly Fick’s first law
J(t, z) = −D(t, z)∂zc(t, z) (2.22)
and therefore calculate the concentration fluxes between the discrete concentrations ci
for i = 0, . . . , N as
J tn = −D
ctn − ctn−1
∆z
, n = 1, . . . , N (2.23)
and assume no flux out of the surface and into the substrate J0 = JN+1 = 0. From the
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flux difference
∆J tn = J
t
n − J tn+1 , n = 0, . . . , N (2.24)







This seems a very natural picture because the new concentration has to be the old
concentration and the net flux out of or into a small volume. The advantage of this
approach is the intrinsic mass conservation by reducing the diffusion to concentration
exchange between small volumes.
2.1.3. Diffusion in anisotropic media
What can we say about the relation of the crystal symmetries to the symmetries of
the physical properties? The answer is Neumann’s principle which can be quoted as
follows:
The symmetry elements of any physical property of a crystal must include
the symmetry elements of the point group of the crystal.
Incidentally this fundamental principle is named after the father of the mathematician
who introduced the Neumann boundary condition mentioned above. Fick’s law for
anisotropic diffusion can be written as a matrix equation with the diffusivity matrix D
J = −DC , (2.26)
where J is the diffusion flux and C ≡ ∇C is the concentration gradient. For this
illustration I already assume the symmetries of an orthorhombic lattice for our diffusion
matrix D in an Cartesian coordinate system with the orthonormal basis {e1, e2, e3}
coinciding with the lattice vectors a = a e1, b = b e2 and c = c e3 as
D =




In a tetragonal structure the measurement of the diffusion flux in an arbitrary direction
represented by a normalized vector N = [n1 n2 n3]
T has to be invariant to rotations R
R(α) =
cosα − sinα 0sinα cosα 0
0 0 1
 (2.28)
about α = pi/2 around the distinguished c-axis of L10 (Fig. 3.1(a)) denoted by c or e3
parallel to it. Therefore the relations
NTDC = (RN)TD(RC) = NT (RTDR)C (2.29)
must hold. Naturally it does not matter if the symmetry operation acts on the crystal or
the measured quantities [Nye, 1957], meaning that for rotational symmetry it does not
matter if we rotate the crystal or the experiment. Note that an isotopic concentration
gradient introduced into the solid reduces the symmetry of the overall sample therefore
it is considered part of the experiment and in the latter case also has to be rotated.
The equations above are fulfilled only for D1 = D2 (see Sec. B.1). In fact in that case
they hold for arbitrary angles, which demonstrates that physical properties may be of
higher symmetry than the underlying crystal structure, but not the other way around.
In general it is sufficient to only test the symmetry operation on the tensor of the
physical properties as it holds all the information of the material, i.e. the results of
an investigation. Thus for a general symmetric diffusion matrix D with the rotation
matrix R for rotation about pi/2 around the e3 axis Neumann’s principle requires
D = RTDR (2.30)
and directly provides us with the distinct form of the diffusivity matrix
D =
D1 0 00 D1 0
0 0 D3
 . (2.31)
For the problem at hand I want to calculate the diffusivity for a 45◦ rotated structure
on substrate displayed in Fig. 2.1. For the diffusivity matrix D to be diagonal I
choose the coordinate system to coincide with the rotated crystal as stated above. The
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concentration gradient∇c is obviously in film growth direction, therefore perpendicular
































Figure 2.1.: Sketch of the orientation of the canted samples with respect to the scattering
vector q and the concentration gradient C. For the derivation of the
diffusion constants a Cartesian coordinate system denoted by {ei} is used,
which coincides with the lattice vectors.
D =
Da 0 00 Da 0
0 0 Dc





The diffusion flux results therefore in







Employing nuclear resonant scattering at a scattering vector q perpendicular to the
sample surface, as I will explain in detail later, only the diffusion components parallel to
to the scattering vector under consideration can be measured. Thus the inner product
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N · J = 1
2
(Da +Dc) (2.35)
consisting of the fundamental tetragonal diffusion constants Da and Dc. Of course
the modulus of the concentration gradient c′ has to be accounted for. Knowing the
diffusion constant in c-direction from previous measurements in pure c-variant FePt
films (Fig. 3.1(a)) I can deduce the diffusion constant in a-direction from this by
Da = 2D[101] −Dc . (2.36)
Actually in our case Dc is roughly two orders of magnitude lower than Da so I will
neglect this term later, when fitting the kinematical approximation.
2.2. Structure function
The kinematical scattering theory employs the single scattering approximation, therefore
the scattered intensity is proportional to the square of the Fourier transform of the
atomic density ρ. The resulting function of the Fourier transform in the reciprocal space
of the scattering vector q ≡ k−k0, where k0 and k are the wave vectors of the incident
and outgoing wave, respectively, is called structure function. This entity contains
all information about the arrangement of the atoms. For a target with continuously




dx3 eiq·xρ(x) . (2.37)
2.3. Kinematical approximation 19
Employing some simple manipulations and partial integration with ρ(x) = 0 for x



















dx3 eiq·x∇ρ(x) , (2.38)
with the modulus of the scattering vector q ≡ |q| and a normalized scattering vector
n = q/q. Therefore the largest contributions to the structure factor result from density
gradients parallel to the scattering vector q. Furthermore the 1/q dependence implies
that the scattered field becomes comparable to the incident field at low angles of
incidence θ, related to the scattering vector by q = 2k0 sin θ ≈ 2k0θ, where multiple
scattering can no longer be neglected.
In our case of layers of different isotopic enrichment the concentration gradient with
respect to the whole film clearly stands perpendicular to the film surface. For the
scattering vector q to be parallel to the latter the scattering geometry has to be simply
the ordinary specular reflection.
Analogous to Bragg scattering a layered superstructure generates intensity maxima
at rather low angles corresponding to the large superstructure period in the film. The
Laue condition in combination with the definition of the reciprocal lattice q · x = 2pim
for a scattering vector q yields for the first order maximum m = 1 in the small angle
approximation a scattering angle of θ ≈ pi~c/E0x. For an x-ray energy of E0 = 14.4 keV
and a superstructure period of x = 4 nm I obtain θ ≈ 11.2 mrad, so the interesting
part of the reflectivity is located close to the critical angle θc, below which there is
total reflection. This angle can be estimated using Snell’s law cos θc ≈ (1 − δ) cosφ
with φ = 0 to about θc ≈
√
2δ = 4.7 mrad.
2.3. Kinematical approximation
The standard approach to find the effective diffusivity in a layered structure from a
scattering experiment was developed by DuMond and Youtz [1940]. The kinematical
scattering approximation is used to relate the decrease of the superstructure peak
intensity to the diffusion parameter. The theoretical background is outlined in this
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section.
For the Fourier series expansion of the concentration c with the time dependent














= 0 , (2.40)
and one finds the exponential decay of the spatial Fourier coefficients as a function of
time t similar to a continuous description employing the Fourier transform in Sec 2.1
Cm(t) = Cm(0)e
−q2mDt . (2.41)
Furthermore we know that the scattered intensity I of a density variation in the
kinematical approximation is
I(t, q) ∝ |A(t, q)|2 ∝





























Thus for a certain scattering vector the intensity is just I(t, q) ∝ |Cq(t)|2. The







= −2q2Dt , (2.43)
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allowing for an easy access to the diffusion constant D.
Various aspects of this approach were recently criticized in connection with this
type of experiment [Andreeva et al., 2008; Merkel et al., 2010]. In particular the
kinematical approximation ceases to hold (i) in the vicinity of the critical angle and
(ii) for nuclear resonant scattering. In particular the hyperfine parameters (e.g. the
resonance line width, the magnetic field and its distribution) and mainly the limited
detection window may influence the evolution of the superstructure intensity. The
full dynamical treatment of the scattering is therefore necessary, considering all the
hyperfine parameters and respective distributions as well as the detection time window.
Even in single crystals of a tetragonal structure one often finds domains with the 3
possible orientations of the distinguished axis. In that case, if I want to incorporate
multiple domains with known fractions, the equations above have to be modified.
Approximately equally distributed domains of concentrations ci and sizes below the


























































For a certain scattering vector q, typically the first Bragg peak, and the abundance
normalization
∑

















If, however, the domains are large and thus the coherent fraction is small, I would






































































Unfortunately compared with Eq. (2.43) in this case there is no longer a strict linear
dependence on t, so non-linear fitting algorithms, i.e. Levenberg-Marquardt, have to
be applied to extract the diffusion constants Di. However, if the orientation of the
domains and their corresponding fractions are known, the effective diffusion in the
measured direction can be deduced from this equation.
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2.4. Mo¨ssbauer effect
2.4.1. Electrostatic interaction
An electrostatic potential Φ(x) interacts with the charge density of a nucleus ρ(x), thus
lifting the degeneracy of the eigenstates by modifying the energies. The interaction
energy V of the electrostatic potentials of the surrounding atoms and the charge density
of the nucleus is
V =
∫
dx3 ρ(x)Φ(x) . (2.49)
Expanding the potential Φ around the equilibrium position x0 and defining the modulus
of the position vector x2 ≡ |x|2 = ∑i x2i , the potential at its equilibrium position













































where the first term of the expansion is inconsequential and the second one vanishes
due to symmetry against inversion. Furthermore for every symmetric matrix a diagonal
representation qii exists. Omitting a rather long deduction involving the expansion
of the nuclear charge density into the eigenstates of the nucleus, transforming into
spherical coordinates and employing the Wigner-Eckart theorem, one arrives at the






3m2 − j(j + 1)
3j2 − j(j + 1)
= VI + VQ , (2.51)
identified as the isomer shift VI and the quadrupole splitting VQ. A detailed discussion
of the individual parameters is given below.
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Isomer shift For the isomer shift the mean quadratic nuclear radius was defined
as
∫
dx3 ρx2 ≡ Ze 〈x2〉, including normalization to the nuclear charge Ze = ∫ dx3 ρ.





With these definitions in mind the main variable is the mean quadratic nuclear radius.
For one, the cores form of the excited state differs from the one of the ground state.
The interesting part, however, is the influence of changes in the surrounding chemical
composition, thus the electronic structure, to the nucleus. The result is an overall shift
of the nuclear resonance in the energy domain.




3m2 − j(j + 1)
3j2 − j(j + 1) , (2.53)
where V33 is identified as the electric field gradient at the nucleus without the portion
resulting from the s-electrons. Q can be conceived as the quadrupole moment of
the nucleus with Q > 0 and Q < 0 for the nuclear charge density extended in or
perpendicular to the field gradient direction. For the ground state of the 57Fe atom
with jg = 1/2 the quadrupole splitting vanishes. For the excited state with je = 3/2
on the contrary the degeneracy is partially lifted into two states with VQ = ±eQV33/4
for m = ±3/2,±1/2. Thus there are two possible transitions from the excited to the
ground state, which results in two distinct resonance lines, in other words the nuclear
resonance is splitted.
2.4.2. Magnetic interaction
The difference in the interaction energies of the magnetic moment of the nucleus with
the magnetic field established by the surrounding electrons is
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with the nuclear magnetic moments µg and µe, the spin and spin projection quantum
numbers j and m, respectively, and the magnetic field at the nucleus H. Magnetic
dipole transition are constrained by |me −mg| ≤ 1. That leaves 6 possible transitions



























Figure 2.2.: Allowed transitions of the nuclear ground and first excited state separated
by magnetic hyperfine interaction. The energy difference of the ground
and excited state is about 1011 times larger than the resonance-line width.
2.4.3. Mo¨ssbauer line shape
For a consistent evaluation of the conversion electron Mo¨ssbauer spectra (CEMS) it
was necessary to simultaneously fit the data of several samples. Otherwise the very
small fraction of sites in some samples could not be included to yield a stable solution.
The line shape was calculated employing an approximation outlined in Rancourt and
Ping [1991], capable of incorporating arbitrary distribution of hyperfine fields with
linear couplings to center shifts and quadrupole splittings. The approximation is
valid if the quadrupole splitting is much smaller than the Zeeman splitting z, i.e.
e2qQ/2  geµNH ≡ z, with the quadrupole moment Q, the nuclear g-factor of the
excited state ge, the nuclear magnetic moment µN and the magnetic hyperfine field H.
The hyperfine field is assumed to consist of N normal distributions G










piG(z0i, σi, z) . (2.56)
Assuming the transition lines to be of conventional Lorentzian shape
L(ω, γ, ν) =
γ2/4
(ν − ω)2 + γ2/4 (2.57)




hkL(ωk, γ, ν) , (2.58)
with the resonances at the energies ωk as
ω1 = δ + − (Z + 3)z/2 ω4 = δ − + (Z − 3)z/2
ω2 = δ − − (Z + 3)z/2 ω5 = δ − + (Z + 3)z/2
ω3 = δ − − (Z − 3)z/2 ω6 = δ + + (Z + 3)z/2 . (2.59)
Therefore, the total intensity of the transitions of single site would be the convolution






where ωk of S depends on the Zeeman splitting z as we can see in Eq. (2.59). Inserting







hkV (Ak +Bkz0i, |Bk|σi, γ, ν) (2.61)
of the form
V (δ, σ, γ, ν) =
∞∫
−∞
dz L(z, γ, ν)G(δ, σ, z) . (2.62)
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In my case I assume only one magnetic field distribution per site so I have p1 = 1 and




hkV (Ak +Bkz0, |Bk|σ, γ, ν) . (2.63)
The formulas to calculate the individual coefficients Ak, Bk and δi from the isomer
shift, the quadrupole and the Zeeman splitting can be found in Rancourt and Ping
[1991] and are listed in Tab. 2.1. An analytical solution for the Voigt profile does not
Table 2.1.: Mo¨ssbauer parameters: number of resonance line k, spin quantum number
of the ground m and excited state m+M , resonance line intensity hk and
corresponding parameters Ak and Bk
k m m+M hk Ak Bk
1 −1/2 −3/2 3h3 δ0 + 0 δ1 + 1 − (Z + 3)/2
2 −1/2 −1/2 f(θ)h3 δ0 − 0 δ1 − 1 − (Z + 1)/2
3 −1/2 +1/2 h3 δ0 − 0 δ1 − 1 − (Z − 1)/2
4 +1/2 −1/2 h3 δ0 − 0 δ1 − 1 + (Z − 1)/2
5 +1/2 +1/2 f(θ)h3 δ0 − 0 δ1 − 1 + (Z + 1)/2
6 +1/2 +3/2 3h3 δ0 + 0 δ1 + 1 + (Z + 3)/2
exist, but it can be expressed using the real part of the complex error function, also
known as the Faddeeva function w by
V (δ, σ, γ, ν) =
< (w ((ν − δ + iγ) /√2σ))√
2piσ
(2.64)
which is commonly implemented in a sufficiently good approximation in numerical
mathematics packages.
2.5. The dynamical scattering theory
Contrary to the kinematical scattering approximation, which only considers one scat-
tering event per photon, in the dynamical scattering theory all orders of multiple
scattering are inherently accounted for. The foundation of the dynamical scattering
theory is owed to Darwin [1914a,b]; Ewald [1916a,b, 1917]; von Laue [1960] reviewed
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in Batterman and Cole [1964]. The basic nuclear quantum theory of x-ray optics was
developed in Blume and Kistner [1968]; Hannon and Trammell [1968] and generalized to
dynamical scattering theory in Hannon and Trammell [1969]. It was further extended
in Hannon et al. [1985a,b] for grazing-incidence antireflection films used as extremely
narrow bandpass filters. These films would then remove the non-resonant electronic
response in the reflection channel to allow for pure nuclear coherent X-ray scattering.
The main difference with respect to conventional dynamical scattering theory is the
heavy influence of polarization intermixing, present when the degeneracy of the nuclear
states is lifted by interaction with external fields [Blume and Kistner, 1968; Hannon
and Trammell, 1969]. Sturhahn and Gerdau [1994] give a complete, numerically effi-
cient, method to derive the nuclear reflection, including the calculations of the energy
eigenstates from the hyperfine parameters of the nuclei. The resulting program package
conuss was later extended for reflection gratings and arbitrary surface roughness
[Ro¨hlsberger, 1999]. The following framework of the dynamical scattering theory for
nuclear resonant scattering (NRS) follows mainly Ro¨hlsberger [1999, 2004] for its clear
presentation of the subject.
2.5.1. Propagation equation
In general every mathematical approach for this problem may be transformed into a
set of coupled linear differential equations with constant coefficients [Batterman and
Cole, 1964]. The wave field A varied by the propagation matrix F over the depth of
the sample z may then be written in the form
∂zA(z) = iF (z)A(z) , (2.65)
where the scattering target is assumed homogeneous in the (x, y)-plane. A detailed
calculation of this relation is given in A.2. There we also find the appropriate form of
the propagation matrix F as
F ≡
[
f++ + k+z f+−


















with the scattering vectors of transmission k+ = [k0x, k0y, k0z]
T and reflection k− =
[k0x, k0y,−k0z]T and their respective z-components k±z = ±k0z. At this point I may
note that for grazing incidence scattering geometry |k±zd|  1 the scattering channel















≈ f−− ≈ −f+− ≈ −f++ . (2.69)
where the amplitudes for transmission and reflection only differ in the sign. Due to the
small scattering vector the scattered field does not depend on the internal structure
of the sample, thus in specular reflection the atomic scattering amplitudes are only
varying with the modulus of the wave vectors.
For the general form of Eq. (2.65) I previously assumed the solid to be infinite and
homogeneous in the plane perpendicular to the scattering vector. If one assumes the
layer additionally homogeneous in parallel to it, in other words F does not depend
on z, the solution for the electric field amplitude A is very similar to the standard
forward scattering amplitude
A(z) = eiF zA(0) . (2.70)
In the case of simultaneous dynamical scattering in transmission and reflection direction,
however, F is of the form in Eq. (2.66). Therefore the propagation operator is identified
as a matrix exponential.
The problem is now to find a matrix S that diagonalizes F . Of course the columns




with the diagonal matrix FD. In this form it is possible to simply calculate the
exponential of the eigenvalues and employ back transformation to the original basis as
eiF z = SeiFDzS−1 , (2.72)
explained in detail in Sec. A.3.
One way to calculate the dynamic reflectivity from a slowly varying inhomogeneous
layer would be to split it in a sufficiently large number N of homogeneous sublayers
with possibly different propagation matrices Fj and thicknesses dj as seen in Fig. 2.3.
Now the solution for the inhomogeneous problem is just a matter of repeated matrix
multiplication of the individual matrix exponentials
A(d1 + · · ·+ dN ) = eiFNdN · · · eiF1d1A(0) = L(D)A(0) , (2.73)
with the overall propagation matrix L for the inhomogeneous layer with thickness
D. If we recollect the structure of the individual propagation matrices and the field













The incoming field is known A+(0) = A0 and the back traveling field from the
substrate is taken to be neglectable A−(D) = 0, thus the solution for the reflected field
at the surface and the transmitted field can be deduced from the equations
A+(D) = L++A0 +L+−A−(0)
0 = L−+A0 +L−−A−(0) . (2.75)
The reflected field can be directly calculated from
A−(0) = −L−1−−L−+A0 ≡ RA0 (2.76)





A0 ≡ TA0 , (2.77)



















Figure 2.3.: Sketch of N − 1 stacked layers on top of a substrate. At the surface z = 0
the incoming and outgoing fields are denoted by A+(0) and A−(0) and
the corresponding fields at the substrate are A+(D) and A−(D).
where the total scattering matrices for reflection and transmission are denoted by
R and T , respectively. To recollect the L±± are themselves matrices to account for
the polarization dependence. The scattering properties of the individual layer j are
included in the respective propagation matrix Fj , consisting of separate electronic
and nuclear resonant atomic scattering amplitudes. The nuclear resonant scattering
amplitudes holds all the hyperfine parameters and are weighted by the enrichment of
the resonant nuclei in the individual layer.
Finally the intensity for arbitrary polarization of the incoming beam and polarization
analysis of the detector can be expressed using density matrix formalism for the
polarization states. As commonly established the intensity will be the weighted sum

















where the polarization density for the initial and final polarization state matrices, ρi =∑
m αm|m〉〈m| and ρf =
∑
n βn|n〉〈n|, respectively, can be conveniently decomposed







1 + ξ1 ξ2 + iξ3





(1 + ξ1σ3 + ξ2σ1 + ξ3σ2) , (2.79)
and the polarization factors ξi fulfill |ξi| ≤ 1. In this representation ξ1 is a linear
polarized part in a orthogonal basis, ξ2 a linear polarized as well, but with the basis
pi/4 rotated and finally ξ3 a circular polarized part.
For our case of an approximately fully σ-polarized incoming beam (normal to the
incident plane) of ξ1 = 1 and ξ2 = ξ3 = 0 and no polarization analysis in the detector










Up to this point the scattering theory was kept very general when it comes to the
actual scattering mechanism. In this section I want to discuss the characteristics of
nuclear resonant scattering in particular as described in Hannon and Trammell [1969];
Sturhahn and Gerdau [1994]; Ro¨hlsberger [1999]. Due to small interaction between
electronic and nuclear currents in the atom the atomic scattering amplitude can be
separated into an electronic and a nuclear part Mµν = Eµν +Nµν . The electronic part
conserves the polarization and is therefore diagonal
Eµν(ω) = (eµ · eν)
(





with the atomic number Z, the classical electron radius r0 and the total absorption
cross section σ. For the small energy range of nuclear resonant scattering this relation
can be associated with the more common complex refraction index n = 1− δ + iβ as




(−δ + iβ) . (2.82)
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(Y ∗LM (k0) · eµ) (eν · YLM (k0))FLM (ω) (2.83)
for a 2L-pole resonance with the vector spherical harmonics YLM . These contain the
the anisotropy of the photon absorption and reemission. The function FLM contains
the energy dependence
FLM (ω) ≡ 2pifLMΓ0




EJ,m+M − Ej,m − ~ω − iΓ0/2 (2.84)
with the sum over all ground states m and the energy difference between the ground
state |j,m〉 and the photon energy ω on the one hand and the excited state |J,m+M〉
on the other and the natural line width Γ0. The Clebsch-Gordan coefficients C result
from the angular momentum coupling. A numerical recipe to calculate these coefficients
is lined out at Sec. B.4. Additional probability factors are the Lamb-Mo¨ssbauer fLM
and a factor considering internal conversion probability α.
The directional part of the nuclear scattering length Nµν may be expanded in terms
of the magnetic quantization axis m of the atoms. So for the typical electric dipole
transition (L = 1), where I denote F1M ≡ FM and subsequentially F+ ≡ F+1 + F−1,





(eµ · eν)F+ − i(eµ × eν) ·mF− + (eµ ·m)(eν ·m)F
)
. (2.85)
In the most intuitive representation of a linear polarization basis with the basis vectors
perpendicular to the wave vector in general, and parallel s and perpendicular p to the





F+ + (p ·m)2F −i(k0 ·m)F− − (s ·m)(p ·m)F
i(k0 ·m)F− − (s ·m)(p ·m)F F+ + (s ·m)2F
]
(2.86)
This form is ideal to immediately see the symmetries of a specific scattering experiment
determined by the direction of the incoming beam, its polarization and the orientation
of the magnetic field inside the sample. Additionally the off-diagonal elements show
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In general anisotropic studies in the L10-structure are scarce due to its tetragonal nature.
Even single crystalline samples always feature domains with the 3 possible orientation
of the distinguished axis. The bulk lattice constants for the intermetallic tetragonal
L10-phase of FePt are a1 = a2 = a = 0.38504(8) nm and a3 = c = 0.37212(3) nm
[Kudielka and Runow, 1976], respectively, resulting in a lattice misfit of 9% on a
MgO(001) surface (0.421 nm). The induced strain is often reduced by various buffer
layers (i.e. Pt). For low deposition temperatures, however, large lattice misfit may
enhance the long-range order [Seki et al., 2004]. To avoid island growth [Kim et al.,
2002] and guarantee a flat film surface the FePt films for this study are directly grown
on MgO under well tested conditions [Laenens et al., 2009]. Unfortunately it is not
possible to prepare a film with the magnetic main axis, which is along the c lattice
direction, purely parallel to the film surface (a-variant) on MgO(001) like in Fig. 3.1(c)
at low enough temperatures to avoid dilution of the isotopic multilayers, as it is for the
c-variant (perpendicular as shown in Fig. 3.1(a)) [Rennhofer et al., 2006]. On MgO(110),
however, Laenens et al. found a way to prepare FePt films with the (100)-plane rotated
by 45◦ to the surface [Laenens et al., 2007]. From this orientation shown in Fig. 3.1(b)
and the results on diffusion in c-direction of Rennhofer et al. [2006] I can deduce the


















Figure 3.1.: L10-FePt on MgO. (a) c-variant on (100)-plane of the previous study of
Rennhofer et al. [2006]. (b) 45◦ rotated structure on (110)-plane. (c)
a-variant on (110)-plane. The red arrow visualizes the measured diffusion
projection.
3.1.2. Sample preparation
The samples have been prepared by our collaborators in Leuven1. The nominal
composition was intended to be [57FePt(2 nm)/natFePt(3 nm)]10/MgO(110). The
method of choice to prepare films with thicknesses of a few nanometers is molecular
beam epitaxy (MBE). In fact this method is capable of sub-mono layer films. The
samples have been prepared at a substrate temperature of 623 K and a pressure
p < 10−10 mbar. The substrate was annealed previous to film growth to clean its
surface.
A quartz micro balance basically translates a shift of the vibrational resonance







with the frequency of the fundamental ff and the acoustic impedance Z, which for a
quartz crystal is 8.8× 106 kg m−2 s−1. The frequency is recorded over time, therefore
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also the mass mA should be seen as a mass per unit area and time.
If one wants to grow a film with 2 components on a substrate the ratio of the number
of particles per unit area has to be the ratio of the desired atomic composition of the
material. To convert the mass area density to a number area density I divide by the
atomic masses of Fe mFe = 55.845 u and Pt mPt = 195.1 u with the atomic mass unit
1 u = 1.661× 10−27 kg. For convenience the mass gain can be translated to a thickness
gain d, when the density ρ of the material is known. Thus for the relevant number








The growth rates measured by quartz-crystal microbalance have been dFe = 2.7×
10−3 nm s−1 for 57Fe and natFe and dPt = 3.4× 10−3 nm s−1 for Pt. If I insert these
into the equation above I get for the number area densities nFe = 0.229 nm
−2 s−1 and
nPt = 0.225 nm
−2 s−1, respectively. This relates to a nominal concentration ratio of
Fe/Pt = 1.02 suggesting a fairly stoichiometric film.
3.1.3. Rutherford backscattering
A Rutherford backscattering experiment (RBS) on the as-prepared samples revealed
a slight off-stoichiometric composition with Fe56Pt44. This slightly Fe-rich chemical
composition is still well in the center of the L10-phase shown in Fig. 1.1. However
comparisons with literature have to be made with care, because the resulting structural
antisites and lattice distortions may significantly influence the parameters.
3.1.4. X-ray diffraction
The pseudo-cubic unit cell of the L10-lattice consists of 2 atoms of one sort at r1 =
[0, 0, 0] and r2 = [1/2, 1/2, 0] and 2 atoms of an other sort at r3 = [1/2, 0, 1/2] and
r4 = [0, 1/2, 1/2] described by the atomic form factors of f1 and f2, respectively. The





















for the real space and reciprocal lattice vectors ri = xia1 + yia2 + zia3 and Ghkl =
hb1 + kb2 + lb3, respectively, and applying the relation defining the reciprocal lattice
ai · bj = 2piδij . Therefore we have two different expressions for the structure factor, to
be specific 2(f1 + f2) and 2(f1 − f2), for all the Miller planes. The structure factor
basically gives the relative refraction peak intensity besides the intensity decrease for
increasing refraction angle. For a pure fcc structure we would have f1 = f2 ≡ f , thus
Table 3.1.: Table of expected diffraction peaks for Miller planes (hkl) of the L10-lattice
at diffraction angles θ. The rightmost column of diffraction peaks would
vanish for a pure fcc-crystal or a solid solution.
Shkl 2(f1 + f2) 2(f1 − f2)




4 23.58, 24.46 (200) (020), (002)
5 26.77 (201) (021)
6 30.09 (112)
8 34.45, 35.15 (220), (202) (022)
9 37.04 (221)
12 44.51 (222)
the familiar 2(f1 + f2) = 4f and 2(f1 − f2) = 0. This means that the refraction peaks
for the planes in the rightmost column of Tab. 3.1 would be non-existent. Due to the
lower symmetry of L10 additional refraction maxima appear, where only h and k are
even or odd simultaneously but l is the opposite.
The angles of the refraction peaks can be calculated from the Laue condition
q = Ghkl , (3.4)
where the reciprocal lattice vector Ghkl is perpendicular to the (hkl)-planes, and thus
the modulus of the scattering vector q for specular reflection is related to the wave vector
of the photon k and subsequently its wavelength λ by |q| = 2 |k| sin θ = 4pi sin θ/λ.
The reciprocal lattice vector on the other hand is defined above, where the basis of the
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reciprocal lattice can be expressed by the basis in the real space as
b1 = 2pi
a2 × a3
a1 · (a2 × a3) (3.5)
with cyclic permutations of the indices. Furthermore the orthogonal basis of the
tetragonal lattice transforms to an orthogonal basis in the reciprocal space, thus the
modulus of the reciprocal vector is simply |Ghkl| =
√
(hb1)2 + (kb2)2 + (lb3)2, and for
the individual reciprocal basis vectors I get |bi| = 2pi/ |ai|. The moduli of the real
space basis vectors are denoted by |a1| = |a2| = a and |a3| = c. Finally I can put all











(h/a)2 + (k/a)2 + (l/c)2
)
. (3.6)
So for a Cu-Kα source of wavelength λ = 0.154 nm the corresponding Bragg angles
are given in the second column of Tab. 3.1.
An X-ray diffraction scan on the as prepared samples with the scattering vector
perpendicular to the surface reveals intensity maxima at Bragg angles of 16.48◦ and
34.77◦ for FePt (110) and {220} as shown in Fig. 3.2, respectively, besides the MgO
{220} peak at 31.15◦. On the one hand, from the FePt(220) diffraction I can conclude
that the (220) planes are in fact grown parallel to the surface. On the other hand,
however, the sheer existence of the (110) peak also implies that in part of the film the c-
axis is oriented parallel to the surface, which translates to a domain with diffusion purely
in a-direction. On closer examination of the {220} peak, the width and asymmetry
of the latter also suggests the presence of all three orientations. In a second polar
scan with the scattering vector rotated 45◦ to the surface normal and the sample
rotated around its surface normal one finds MgO(200) at 2θ = 42.9◦ and FePt(200) at
2θ = 47.5◦ at polar angles of 90◦ and 270◦, respectively, which suggests an orientation
as shown in Fig. 3.1 and confirms the epitaxial growth on the substrate.
3.1.5. Conversion electron Mo¨ssbauer spectroscopy
These results are also confirmed by conversion electron Mo¨ssbauer spectroscopy mea-
surements (CEMS) analogous to Laenens et al. [2007]. In the L10 lattice of FePt the
main axis of the magnetic hyperfine field is always parallel to the c-axis [Shinjo and
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(a) (b)
Figure 3.2.: XRD scan on the as-prepared samples with Cu-Kα source. (a) The MgO
{220} peak is located in the center. The less intense FePt (110) and
{220} peaks can be found on either side of the substrate reflex. (b) Scan
over rotation angle for planes rotated 45◦ to the surface show MgO (200)
(2θ = 42.9◦) and FePt (002) (2θ = 47.5◦) at the angles 90◦ and 270◦.
Keune, 1999]. The relative intensity of the second and fifth to the inner resonances
3h : f(θ)h : h : h : f(θ)h : 3h, compare to Tab. 2.1, is directly related to the angle θ
between the wave vector of the incoming photon and the direction of the magnetic
hyperfine field, which is the c-direction in the tetragonal structure, by
f(θ) =
4 sin2 θ
1 + cos2 θ
. (3.7)
The acquired spectra are fitted using 3 independent sites by a Voigt-based method
for arbitrary distribution of magnetic hyperfine fields described in Sec. 2.4.3. The
resulting fits are displayed in Fig. 3.3. The hyperfine parameters are simultaneously
fitted for all samples, as they are parts of one large, homogeneously prepared sample.
Only the standard deviation of the normal distribution of the magnetic hyperfine field
of site 3 of the as prepared sample T1 was decoupled from the one of the same site
in the other samples to account for higher disorder and resulted in σB = 1.11 T. It
is assumed that this disorder is vanishing during annealing. The other parameters
are listed in Tab. 3.2. Besides the as-prepared one, the samples show a majority, in
average w = 0.72, of domains with a 45◦ canted structure (see site 1) as intended for
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the experiment. The other sites, denoted as site 2 and site 3 in Fig. 3.3 and Tab. 3.2,
suggest so called a-variant domains with the magnetic axis parallel to the surface. In
this fraction the diffusion constant is thus purely measured in a-direction. The majority,
however, contributes with a reduced diffusion constant, discussed in more detail below.
The resulting hyperfine parameters are subsequently used in the calculation of the
nuclear resonant reflectivity.
Table 3.2.: CEMS parameters for the 3 different sites. All the hyperfine parameters,
i.e. the isomer shift (IS), the quadrupole splitting (QS) and the magnetic
hyperfine field B and its distribution σB, have been simultaneously fitted
for all the samples, except the magnetic field distribution of the first sample
was decoupled to account for higher disorder. The weights of the respective
sites are listed in the rightmost columns.
site IS QS B σB θ fraction of sites by sample
(mm/s) (mm/s) (T) (T) (◦) T1 T2 T3 T4 T6 T8
1 0.277 0.207 28.36 0.68 45 0.28 0.65 0.84 0.69 0.77 0.68
2 0.269 0.000 30.97 2.13 90 0.52 0.25 0.12 0.23 0.18 0.26



























































































Figure 3.3.: CEMS spectra of the FePt samples. The as-prepared sample (T1) shows
significant fractions of domains with different orientation. The measured
samples (T2, T3, T4, T6, T8) show good ordering with a majority of
domains with the c-axis oriented 45◦ to the incoming photons, which is
the surface normal (site 1). In the other 2 sites with different hyperfine
parameters the c-axis is oriented parallel to the surface.
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3.1.6. Transmission electron microscopy
As mentioned above the bulk lattice constants for the intermetallic tetragonal L10-phase
of FePt are a1 = a2 = a = 0.38504(8) nm and a3 = c = 0.37212(3) nm [Kudielka and
Runow, 1976], respectively, resulting in a lattice misfit of 9% on a MgO(001) surface
(0.421 nm). For the c-variant of the FePt films, where the shorter c-direction is oriented
perpendicular to the surface, atomic resolution transmission electron microscopy images
exist and a representative one ist shown in Fig. 3.4(a).
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Figure 3.4.: (a) TEM picture for c-FePt2 (b) Fourier analysis of the same picture clearly
shows two sharp, distinct peaks, corresponding to the two different lattice
constants of the substrate and the FePt film.
On the basis of these images I want to discuss the film quality and its consequences.
In Fig. 3.4(a) the interface between the lighter substrate MgO and the darker FePt-film
on top is shown in the [010]-direction. The alternating pattern is the result of an
electron beam dynamically scattered by stacks of atoms. Although the visible brighter
spots may not be the atom stacks themselves, at least the periodicity can be identified
as the fundamental lattice period.This level of detail is actually referred to as atomic
resolution TEM.
The misfit between MgO and the a-direction of FePt is relaxed by edge dislocations
(positions marked in the image) with the dislocation line oriented perpendicular the
image plane. The numbers between the dislocations indicate the respective distance in
2Christian Rentenberger, Faculty of Physics, University of Vienna
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lattice planes. The average distance is in good agreement with the lattice misfit of 9%.
Additionally one can see that the lattice relaxes to a regular structure within a few
atomic planes from the interface to the substrate. Fig. 3.4(b) shows the shifted Fourier
transform of this exact TEM image. We can clearly see two separated spots for the
two different lattice constants of the substrate and the film structure. For a gradual
change in lattice constant one would observe only one spot for the substrate.
3.2. Nuclear resonant experiment
The main experiment, successive thermal treatment and nuclear resonant scattering,
was conducted at ESRF, Grenoble. The details are described in this chapter.
3.2.1. Thermal treatment
The samples were successively annealed at a fixed temperature (653 K, 673 K, 698 K,
723 K or 743 K) in a quartz-tube furnace in vacuum better than 10−6 mbar.
The layout of the furnace can be described as follows: A sample is placed in a sample
holder made of Ta mesh coupled to a magnet by a long thin rod. This container is slided
into a quartz tube that can be evacuated down to a pressure of p ≤ 1×10−6 mbar. The
furnace itself consists of a resistive heating coil on an outer quartz-tube the first one
can be introduced into. The coil is wrapped by Al-oxide paper for its good insulation
due to high porosity. Additionally a layer of Al foil is used to reflect heat radiation
and therefore minimize heat loss. The sample holder can be pulled into and out of
the hot zone in vacuum condition by an external magnet. The heat transfer is solely
based on radiation, thus allowing for nearly instantaneous establishment of the desired
temperature due to the small heat capacity of the sample.
Prior to the experiment the diffusivity was unknown so it had to be extrapolated
from data at higher temperature to make an educated guess about the length of the
first annealing steps. To avoid complete homogenization initially, the time steps were
chosen conservatively. For the ongoing experiment the annealing times had to be
adapted successively to get measurable dilution of the nuclear resonant superstructure
in the sample in a reasonable amount of time steps, i.e. N . 10. Between the heat
treatments the samples were pulled out of the furnace to essentially freeze the diffusion.
The nuclear resonant Θ-2Θ-scan was accumulated ex-situ on the beamline at ambient
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conditions. The individual annealing times for the samples actually measured are
shown in Tab. 3.3.
(a) (b)
Figure 3.5.: Experimental setup: (a) goniometer at ID22N at ESRF, (b) quartz tube
with resistive heating coil in shielded with Al oxide paper and Al foil.
Table 3.3.: Annealing times for the samples in the quartz tube furnace Fig 3.5(b). The
anneal times represent the exact time the samples resided in the hot zone
of the quartz tube in vacuum condition. The total anneal time therefore is
calculated by adding the individual annealing durations .
sample T (K)) anneal times (min)
1 2 3 4 5 6 7 8 9 10
T4 653 30 45 90 180 180 180 300
T2 673 35 15 30 20 60 60 120 120 120 210
T3 698 30 10 30 30 30 30 30
T6 723 7 7 7 9 15
T8 743 5 10 5 10
3.2.2. Electronic reflectivity
The instantaneously scattered electronic reflectivity, ignored for the actual nuclear
resonant experiment, is registered in an additional detector to give additional informa-
tion about the actual thickness of the prepared films. Similar to Bragg reflection the
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interference between the reflection on the surface and on the surface-substrate interface
gives rise to intensity undulations over the scattering angle. Quite intuitively the much
larger distance between the interfering interfaces translates to undulations with smaller
distances in reciprocal space. In a first approximation the overall thickness of our FePt







with the wave length of the X-rays λ, and the undulation period angle ∆θ and its
equivalent, the period in modulus of the reciprocal vector ∆q. Alternatively one can
calculate the electronic reflectivity employing the formalism of Eq. (2.76). In this case
the strongly energy dependent nuclear resonant part of Eq. (2.86) can be neglected,
leaving only the electronic part of Eq. (2.82), to save computation time. The overall
thickness of D = 39.7(1) nm is quite consistent over the range of samples. Deviations
from the nominal thickness are rather common using the MBE method. They are
attributed to incorrect calibration correcting for a geometry factor. The total multilayer
sample thickness is of minor importance anyway. The repeatability of the single layer
thickness is here the essential point. For experiments involving effects that strongly
depend on the thickness of the layers, e.g., quantum effects of ultra thin layers, a rate
calibration via a second method has to be performed, i.e. reflectivity measurements as
described above. For this reason I simply assumed a different but constant evaporation
rate, so the individual thicknesses of the sublayers have been adjusted accordingly for
the evaluation.
3.2.3. Nuclear reflectivity
The nuclear scattering experiment was conducted at the beamline ID22N. The descrip-
tion of the layout of the beamline is taken from Ru¨ffer and Chumakov [1996] and for
up-to-date information from the official beamline homepage at Ru¨ffer and Chumakov
[2012]. The schematic layout is shown in Fig. 3.6. The beamline is also used for other
purposes than nuclear resonant scattering, therefore it is not completely optimized
for this type of experiment as i.e. ID18. From right to left the beamline consists of
the undulators producing the x-rays from roughly sinusoidally accelerated electrons.
Additionally there is a compound refractive lens system (CRL) for collimation in the
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front-end. Although the resonance width is only 4.66 neV in principle no particular
monochromator is necessary, because in contrast to conventional Mo¨ssbauer spec-
troscopy the excellent time resolution of the synchrotron is used to select the resonant
scattering events. However, to prevent detector overload and limit background intensity
some effort to limit the energy range has to be made. A pre-mirror (MR) combined with
a high heat load monochromator (HHLM) makes up the optics hutch (OH1) for rough
monochromatization. The narrow energy bandwidth necessary is achieved by the high
resolution monochromator in the second experimental hutch (EH2) completed with
a sagittal focusing set-up (FM). At this beamline only the third experimental hutch
(EH3) is devoted to NRS. As a detector a special Avalanche photo diode (APD) is used
to measure single photons a few nanoseconds after the extremely intense electronic
reflectivity of 109 s−1 · 176 ns ≈ 200 photons per bunch (see Eq. (3.11)).
Figure 3.6.: Beamline ID22N of the nuclear resonance group at ESRF. The optics
consist from right to left of compound refractive lenses (CRL), a pre-
mirror (MR), a high heat load monochromator (HHLM), a high resolution
monochromator (HRM) and focusing set-up (FM) [Ru¨ffer and Chumakov,
2012].
The most important elements of the beamline are listed below.
Undulators The X-ray source comprises an undulator in vacuum of length 2 m, a
period of 23 mm and a minimum gap of 6 mm, and a standard undulator segment
of length 1.65 m, a period of 42 mm and a minimum gap of 16 mm. Unfortunately
neither of the undulators is optimized for 14.4 keV. Due to the multi-purpose
orientation this beamline puts out more than an order of magnitude lower intensity
than ID18 at the 57Fe resonance energy of 14.4 keV. Thus measurements at ID18
could profit from higher intensity and therefore better statistics.
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Compound refractive lenses (CRL) The relatively small vertical beam size per-
mits focussing with a fixed focal spot. The main advantage of CRLs is the
simplicity in production and therefore high customisability. In general the index
of refraction for X-ray can be described by n = 1 − δ + iβ with δ, β ≥ 0. On
the one hand, the smaller than unity refractive index demands focusing lenses
of concave shape, and on the other hand the focussing effect of one lens is very
small δ  1. Both conditions can be met by a series of consecutive holes in a
compound rod. The focal length lf can be easily adjusted by the radius of the





The compound material should have a small atomic number, but a high density,
i.e. Be, Al, to ensure high refraction but low absorption. Such a device makes it
possible to have a beam size of ∼ 100 µm in the vertical direction.
Pre-mirror (MR) This horizontal deflection mirror significantly reduces the heat-
load by pre-collimating and pre-monochromatizing the beam. Additionally it
rejects other harmonics also reducing the load on the HHLM. Otherwise the
HHLM can not be operated sufficiently stable.
High heat load monochromator (HHLM) This kind of monochromator consists
of two separate Si (110) crystals on uncoupled positioning elements. The demand
of a fixed exit (non-dispersive) beam is met by the first crystal mounted on a stage
for horizontal translation. The purpose of the second crystal lies in defining a
narrow energy resolution of ∼ 3 eV at the 57Fe resonance of 14.412 keV, because of
its better stability due to significantly less heat load. The positioning devices are
selected for high resolution (100 nrad) and stability (1 µrad month−1) in angular
movement. To inhibit temperature expansion the crystals are cooled by liquid
N2, and as a consequence operated under at UHV conditions of < 10
−7 mbar.
High resolution monochromator (HRM) In our setup the monochromator con-
sists of two “nested” channel-cut crystals in a four-bounce-nested design. Combin-
ing Si (333) as the inner crystal and Si (975) as the other one an energy resolution
of 3.1 meV and a flux of 1.4× 109 s−1 can be achieved for the resonance energy
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of 14.412 keV at ID18, with a storage current of 90 mA typical for 16-bunch
mode. As mentioned above in the undulator description the intensity at beamline
ID22N is expected to be about one order of magnitude lower.
Avalanche photo diode (APD) In the semiconductor the incoming photons are
converted to electron-hole pairs which move to opposite directions under an
applied electric field. At a sufficiently high field the moving charge carriers
can free additional electrons through collisions. This so called avalanche effect
is utilized to pre-amplify the current, thus reducing the signal-to-noise ratio.
The APD’s are stacked to improve detection efficiency. The main properties
interesting for nuclear resonant scattering are
• good time resolution (0.1−1 ns)
• good detection efficiency (0.4 at 14.4 keV)
• low noise rate (0.02 photons s−1)
• high linear dynamic range (109)
• fast recovery from high intensity pulses
Electronics The detector signal is amplified and forwarded into a constant-fraction
discriminator (CFD) to find the point in time of the signal. On the one hand the
output is directly used for the electronic reflectivity counter. On the other hand
it is fed into a second gated CFD to just forward the delayed nuclear reflectivity
into a second counter. The gate is set by the bunch-clock of the storage ring itself.
This periodic signal in time is also used to stop the time-amplitude converter
(TAC), which is started by the signal of the second CFD. The intermediate step
is required because the TAC cannot cope with the prompt electronic signal. The
time dependence of the delayed counts is analysed by a subsequent analog-digital
converter (ADC) and a multi-channel analyser (MCA).
Downstream of the HRM an additional CRL system of Be was mounted. The actual
parameters at the start of the experiment were a vertical beam size of 120 µm for
a Be lens with N = 16 holes and a FWHM of 3.4 meV. The distance between the
sample and the detector was about 0.65 m. The overall delayed (resonant) intensity for
this setup was 2000 s−1. Of course for the angle resolved measurement this value was
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further reduced to about 30 s−1 at the total reflection angle, and even less at angles
above.
The delayed nuclear reflectivity for each scattering vector q is acquired over a time
window of 170 ns after the X-ray illumination, which is roughly the time between
two electron bunches in the 16-bunch mode (Nb = 16) of the synchrotron. The
bunch separation time t can be easily calculated from the electron energy E = 6 GeV
and the storage ring circumference S = 844 m. The velocity for electrons with
mc2 = 511 keV E
E(v) =
mc2√













= 176 ns (3.11)
ideal for the life time τ0 = 141.11 ns of the first excited state of the
57Fe nucleus. In
comparison the rms of the bunch length of 48 ps at 16-bunch mode is neglectable.
However a reflected signal of the prompt (electronic) reflectivity in the detector cable
can be visible in the reflected intensity and influence the results. In consideration
of this effect the intensity is integrated starting at 15 ns to avoid any disturbance
by the prompt signal due to the electronic reflectivity, which is orders of magnitude
more intense. The measured nuclear reflectivities for successive annealing steps are
illustrated in Fig. 4.1 (top) for the sample annealed at 698 K.
Chapter 4
RESULTS
In this chapter the processing of the experimental data of the nuclear reflectivity is
explained in detail. The first section deals with the dynamical scattering approach to
the evaluation. From the fitted reflectivity curves I deduce a diffusion parameter, called
diffusion progress. In the subsequent section I plot the diffusion progress versus the
annealing time to retrieve the actual diffusion constant. In the final step an Arrhenius-
type plot is employed to extract the activation energy for the fundamental diffusion
jumps. The basic results are published in Gro¨stlinger, Rennhofer, Leitner, Partyka-
Jankowska, Sepiol, Laenens, Planckaert, and Vantomme [2012], however, a more detailed
description of the theoretical, experimental and computational background is given in
this thesis.
4.1. Reflectivity fits
In this section a detailed recipe for how a diffusion parameter is obtained from a series
of annealing steps with subsequent reflectivity measurements is given.
The calculation of the nuclear reflectivity was done with the aid of the program
package conuss [Sturhahn and Gerdau, 1994]. An attempt to calculate the nuclear
reflectivity from scratch was discarded after some speed tests. It was clear that much
optimization would have to be done to get acceptable calculation times as our routines
turned out to be orders of magnitude slower. Additionally conuss already includes
parameter distributions, which would have additionally slowed our calculation time
and would have required significant adaption of the code. The code to calculate nuclear
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reflectivity for the grazing incidence geometry is provided in the Sec. B.5. It should give
an easy access to the fundamental elements of the calculation, because the programming
language python is close to pseudo-code and thus very readable. For heavy usage,
however, its speed would need to be significantly improved by outsourcing the basic
routines to compiled libraries, e.g., extensions in C are easily integrated.
For comparison with the experiment first the experimental data containing the angle
range, and the electronic and nuclear reflectivity is loaded. As already outlined above the
electronic reflectivity was utilized to gain as much information of the sample as possible,
prior to the nuclear resonant fitting procedure. This was important as the calculation
of the nuclear resonant reflectivity is significantly more time consuming in the order of
1 min than the electronic one ( 1 s), so less parameters mean less calculations of the
reflectivity. In particular the overall thickness and the surface roughness of the film
could be already extracted from the electronic reflectivity. Additionally the angular
positions appeared to be randomly shifted throughout the experiment. This can, for
one, be attributed to the free manual positioning of the samples on the sample holder
without any mounting or to imprecise movement of the angular stepping motor. For
this reason an arbitrary angle shift parameter was introduced for the electronic fits,
which should correct the experimental imprecision. Naturally this correction applies to
the nuclear reflectivity as well.
The experimental data slightly below the total nuclear reflection was removed as
the calculation could not reproduce the slope of the curve in that part. Although an
implementation of a superimposed function which corrects for the finite sample size
with respect to the vertical beam extent in grazing incidence geometry altered the
slope in the right direction, it was not enough to prevent influence on the results of the
minimization.
Since the calculation of the nuclear reflectivity for as much as 100 layers is very time
consuming even in conuss, I tried to utilize the full potential of multi-core processors.
Incidentally a parameter in the source code had to be changed by R. Ro¨hlsberger, one
of the authors of the program, to increase a hard-coded layer limit. The only way to
realize parallelization without interfering with the code of the original program package
was to split the angular range in parts, and calculate the corresponding intensities by
the individual processors in their own subdirectories. Although this is not the most
efficient way to do this, even for a dual-core processor the calculation time was cut
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to about 60%. To simplify the calculation the experimental data was reduced to a
multiple of the number of the processor cores, as the last few data points practically
contained no essential information.
The squared deviation of the experimental with respect to the theoretical curve is
minimized via a Downhill-Simplex algorithm by Nelder and Mead [1965]. This method
does not rely on finite differences. As a consequence it is very stable and requires a
relatively small amount of function evaluations per minimization step. Basically for
2 parameters, thus for a 2-dimensional parameter space, one can picture a triangle
moving around on a hilly landscape. By mirroring its worst point, contracting or
extending in one direction or contracting as a whole the algorithm tries to find the
deepest valley (global minimum). Expanding to higher dimensions is trivial but to
imagine it geometrically exceeds the human mind.
The squared deviation from the theoretical to the experimental value S is minimized
with respect to the parameter vector p. Of course initially an experienced guess has
to be provided. Through extensive test calculations reasonable starting parameters
could be found that yielded a reasonable best estimator once converged. Lower p−
and upper bounds p+ were provided to avoid unphysical or redundant results, e.g.,







(f(p, xi)− yi)2 . (4.1)
Note that the normalization to the actual number of data points N is important since the
conuss software sometimes yielded invalid numbers for the resulting nuclear intensity
at seemingly random scattering angles most certainly originating from numerical errors.
Had this not been compensated for by that factor, certain parameter sets with the
least successfully calculated reflectivities points would be strongly favoured. This is
only an approximate correction as data points with higher intensities would contribute
stronger, but luckily as shown in the figures of the final reflectivities these discontinuities
appeared mostly in unimportant regions. The weighting was chosen to be the same in
absolutes, as this configuration yielded the most reasonable fits to the experimental
data.
The parameters possibly influencing the calculated nuclear reflectivity points are
listed below including a short description on the actual usage.
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Angle shift This parameter was introduced to correct for random overall shifts of the
angular positioning and was already known from electronic reflectivity.
Nuclear intensity factor The overall intensity factor was fitted to correct for differ-
ent accumulation times and a slight instability of the high resolution monochro-
mator, changing the nuclear reflected intensity independently from the electronic
one. Additionally the decrease of the electron flux in the storage ring, and
subsequently the photon flux, ring is accounted for.
Double layer thickness The thickness for one double layer period calculated from
the number of double layers and the overall thickness resulting from the electronic
reflectivity fit.
Enriched layer thickness The thickness of the enriched layers was scaled from the
double layer thickness by the original thickness ratio of 2 nm/(2 nm+3 nm) = 2/5.
Mass density The mass density of the FePt-film is calculated from the lattice param-






= 13.80× 103 kg m−3 (4.2)
with the number of atoms in the unit cell N = 4, the atomic mass unit matu =
1.66054× 10−24 g, the fractions αi, known from Rutherford backscattering, and
the relative masses mi of the respective elements.
Beam size The approximate vertical beam extent is in our case roughly sb ≈ 100 µm.
Sample size The size of the sample (ss = 1 cm) is used in combination with the








correcting for the beam overshooting the sample in grazing incidence at low
angles.
Diffusion progress The diffusion progress Dt is the key parameter used for the
subsequent evaluation. The diffusion parameter D assumed constant for a certain
annealing temperature is extracted utilizing the known annealing time t.
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Roughness of the surface This parameter is also obtained from electronic reflectiv-
ity fits. It mainly smears the intensity undulations and causes faster decrease of
the intensity for increasing scattering angle. For our samples I found a average
value of 0.5 nm.
Time integration start Because of the orders of magnitude more intense prompt
signal, the detector cannot collect the nuclear resonant events right from the start,
due to overload. If we look at the resonantly reflected intensity at a certain angle,
the intensity decreases roughly exponentially in time. Thus in the time-integrated
intensity the part with the highest intensities is missing. Therefore this effect
strongly decreases the intensity at every angle. The question now is, if it is the
same factor for every angle [Andreeva et al., 2008] and what is the best-fitting
value for the time between the prompt signal and the start of the nuclear intensity
integration. Reasonable starting times between 0 ns and 25 ns were tested and
yielded similar results for the diffusion progress Dt within the margin of error. At
extreme values of the time integration start the reflectivity changed significantly
but our experimental setup is situated far from that. I concluded that, at least in
our case, there is no significant influence to our evaluation and chose tstart = 15 ns
as this is assumed a good fit to the experimental reality. So in our case the
parameter mainly decreases the overall nuclear reflected intensity.
Half-life of the 57Fe isotope The half-life of the nuclear excited state also defines
the width of the resonance line in the energy domain. This parameter could also
be used to simulate small electric or magnetic distributions in the sample. I use
the natural half-life T1/2 = τ0 ln 2 = 97.81, were τ0 = 141.11 ns is the natural life
time.
Weight of the site The weight of the 3 possible domains are extracted from the
CEMS measurements, which have been roughly confirmed by the XRD measure-
ments. Since I only have to distinguish between two inequivalent orientations
and the normalization condition holds, a single weighting parameter w needs
to be introduced. In my case I chose the weight of the canted domain with the
component in a-direction.
Magnetic field modulus The modulus of the magnetic field was also taken from
CEMS. The small difference in the magnetic field for the domain with the smallest
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fraction to the one with equivalent orientation was neglected.
Magnetic field distribution width (see above and CEMS)
Magnetic field azimuthal (see above and CEMS)
Magnetic field polar angle (see above and CEMS)
For the calculation of the nuclear reflectivity first the sample has to be defined according
to the diffusion state. The initial concentration variation is assumed perfect step-like.
The minimum enrichment of 57Fe is given by the natural abundance of 2%, whereas
the maximum concentration is given by the enrichment in the evaporated material.
The Neumann boundary condition is met by mirroring the concentration profile on one
side. For the first evaluation a typical diffusion progress Dt is chosen to calculate a
typical depth-dependent concentration. As mentioned in Sec. 2.1.1 the solution of the
diffusion equation for this 1-dimensional problem is obtained by convolution via Fourier
transform (FFT). In our case the fundamental solution is a sum of the individual basic
fundamental solutions weighted by their fraction in the samples, deduced from CEMS.
Since the FFT assumes a periodic function to begin width the boundary condition is
met by this definition and the mirroring of the concentration earlier.
This concentration is discretized into a sufficient number of equidistant homogeneous
sublayers, in our case N = 100. The discretization is optimized by slowly moving
the interfaces to find a minimum of the squared deviation to the more fine-grained
solution of the diffusion equation. As a result the interface density is higher at higher
concentration gradients.
At this point parameter files for the conuss-software are written to calculate the
nuclear reflectivity from N layers on a MgO-substrate of infinite thickness. The
resulting squared deviation to the experimental data is minimized with respect to the
free parameters. For this purpose for a certain parameter set the steps from above
are repeated, to recap the diffused concentration profile and subsequently its nuclear
reflectivity is calculated. For the final reflectivity fits the parameters set could be
reduced to just the diffusion progress and the nuclear intensity factor. The minimization
converged at an average of 30 simplex steps.
This procedure is repeated for every sample. The fits established in this way are
drawn in Fig. 4.1, Fig. 4.2 and Fig. 4.3 for the samples annealed at 673 K, 698 K,
653 K, 723 K and 743 K, respectively. The diminishing nuclear Bragg peak clearly
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corresponds to the decrease of the variation of the tracer enrichment in the sample.
The higher frequency undulation stems from the overall film thickness and does not
change due to isotopic diffusion. From the slight deviation of the experimental data
one can conclude that there is, however, some sort of composition imperfection of the
samples which could not be resolved by our model.
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Figure 4.1.: Nuclear resonant reflectivity Inuc for the
57FePt/FePt multilayer at 678 K
versus scattering vector q for increasing annealing time from top to bottom.
The data was shifted for better visibility (filled black). The colored lines
are the calculated dynamical nuclear reflectivities corresponding to the
discretized solutions of the diffusion equation for the enrichment of 57Fe in
depth x of the film as seen below.
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Figure 4.2.: Nuclear resonant reflectivity Inuc for the
57FePt/FePt multilayer at (a)
698 K and (b) 653 K versus scattering vector q for increasing annealing
time from top to bottom. The data was shifted for better visibility (filled
black). The colored lines are the calculated dynamical nuclear reflectivities
corresponding to the discretized solutions of the diffusion equation for the
enrichment of 57Fe in depth x of the film as seen below.
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Figure 4.3.: Nuclear resonant reflectivity Inuc for the
57FePt/FePt multilayer at (a)
723 K and (b) 743 K versus scattering vector q for increasing annealing
time from top to bottom. The data was shifted for better visibility (filled
black). The colored lines are the calculated dynamical nuclear reflectivities
corresponding to the discretized solutions of the diffusion equation for the
enrichment of 57Fe in depth x of the film as seen below.
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4.2. Diffusion coefficients
For the extraction of the diffusion constant D from the diffusion progress resulting
from the plots above the latter is plotted versus the time duration of the annealing t
for a certain temperature, shown in Fig. 4.4.
For the dynamical evaluation the slope of a straight line fitted to the data in this
representation is the diffusion constant D. Because of the elevated temperature and
enhanced mobility in the vicinity of the surface during sample preparation, the initial
composition is not perfectly step-like. The initial state of the samples should be the
same as they are cut from one large homogeneous sample, therefore I require the
intersection of all the fitted lines at the ordinate. In our case this joint initial diffusion
progress is Dt0 = 0.3787 nm
2. In this way I gain additional information about the
initial state of the sample with respect to the conventional evaluation. The resulting
values for the linearly fitted diffusion constant Ddyn are listed in Tab. 4.1.
























Figure 4.4.: The fitted diffusion progress Dt plotted versus the anneal time for all
temperatures together with a linear fit. Hence the slope of the fitted lines
provides the diffusion constant.
For comparison with the diffusion constant obtained from the kinematical approach
the logarithmic relative intensities are plotted versus the annealing time t shown in
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Table 4.1.: Total annealing time t and diffusion constants for kinematical Dkin and
dynamical evaluation Ddyn for different annealing temperatures T . The
samples are ordered by increasing temperature and the total annealing time
t is the sum of the individual annealing durations of Tab. 3.3.
sample T t Dkin Ddyn
(K) (103 s) (10−22 m2s−1) (10−22 m2s−1)
T4 653 53.1 0.064(10) 0.056(11)
T2 673 50.7 0.060(9) 0.056(12)
T3 698 11.4 0.505(38) 0.583(47)
T6 723 2.7 1.65(35) 1.14(23)
T8 743 1.8 2.79(80) 2.18(36)
Fig. 4.5. As we know from Sec. 2.3 the relation of the logarithmic relative intensity to the
diffusion or annealing time is no longer strictly linear. The experimental data is fitted
by the earlier established Eq. (2.46) employing a Levenberg-Marquardt minimization
weighting the individual data points of ln(I/I0) by the propagated squared standard
deviation of σ2 = (σI/I)
2 + (σI0/I0)
2 = 1/I + 1/I0.
In the special case of a tetragonal structure two distinguishable orientations have
to be accounted for. Therefore two spatially separated sorts of atoms diffusing in
different environments with the fractions w1 = w and w2 = 1−w, respectively, and the
normalization condition 0 ≤ w ≤ 1, have separate solutions of the diffusion equation.
However the resulting scattered intensity has to be a weighted sum of both types of
domains. At this point I already presume the diffusion constant in the a direction
to be much larger than the one in the previously measured c direction Da  Dc.
This is based on the geometry of the lattice where alternating planes of atoms act as
diffusion barriers for the respective other kind. Eq. (2.36) can then be approximated
by D = Da/2 +Dc/2 ≈ Da/2 ≡ D1, and furthermore I define D2 ≡ fD = Da. Finally







2Dt + (1− w)e−q2fDt
)
= −2q2Dt+ 2 ln
(
w + (1− w) e−q2(f−1)Dt
)
= −2q2Dt+ 2 ln
(
w + (1− w) e−q2Dt
)
, (4.4)
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Figure 4.5.: The logarithmic relative intensity plotted versus the annealing time t. The
data is fitted by the adapted kinematic relation of Eq. 4.4.
For w → 1 the latter converges to the original Eq. (2.43) as it should. In the contrary
for w → 0 the diffusion constant of the second family of domains is dominating. For very
large times t→∞ and a sufficiently small fraction of misoriented domains 1− w  1
the correction factor becomes an additive constant.
As already mentioned Eq. (4.4) is no longer linear in time t, thus a Levenberg-
Marquardt alogrithm is used to extract the diffusion constants Di. Employing the
knowledge of the CEMS and XRD measurements about the fractions and orientations
of the domains, the effective diffusion in the a-direction can be derived this way. The
resulting diffusion constants, denoted Dkin, are also available in Tab. 4.1. Note that in
this case the diffusion constant of the second lowest temperature is even lower than the
one of the lowest temperature. This experimental inaccuracy, however, is automatically
corrected in the right direction for the dynamical evaluation due to the additional
information about the initial state of the samples.
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4.3. Activation energy
Most thermally activated kinetic processes satisfy in a good approximation the Arrhenius
relation [Arrhenius, 1889]
D(T ) = D0 e
−Ea/kBT (4.5)
with the Boltzmann constant kB, the temperature T and the activation energy Ea.
The prefactor D0 is the rate of attempted reactions, in our case diffusion jumps, and
the exponential factor can be viewed as the probability that the attempted reaction
succeeds. For this purpose a certain potential barrier has to be overcome by the
reactants, which is proportional to the activation energy. Quite naturally the reaction
rate increases with increasing temperature or decreasing activation energy. Note
that for this equation to be valid the activation energy has to be assumed constant.
While this may be true for most relevant temperature ranges, we will see later in the
discussion that the interpolation to temperatures far from the actual measurement
may not necessarily agree with studies at these conditions.
Strictly speaking this is a pure empirical relation, however, there are several ap-
proaches to justify it from a microscopic theory. In the most simple picture of statistical
mechanics I can argue that the fraction of reactants, fulfilling the Boltzmann distri-
bution, with an energy above the activation energy is proportional to the Arrhenius
exponential. The other main interpretation are based on collision theory [Trautz, 1916]
and transition state theory [Pelzer and Wigner, 1932; Eyring, 1935].
The downside of this characteristic energy Ea is its macroscopic nature. It represents
the sum over a large number of processes in a solid, maybe even consisting of several
different subprocesses. Thus one cannot directly relate the activation energy to a
single fundamental atomic process. However the activation energy can supply a good
point of reference for the total energy necessary to complete the dominant microscopic
reaction in a certain temperature range. Furthermore quite often the prefactor has an
additional temperature dependence, which is, however, often neglectable in the relevant
temperature range.
It is commonly established that diffusion in solids widely obeys the Arrhenius relation.
So to finally find the temperature dependence of the diffusion process the diffusion
constant is plotted versus the inverse temperature in Fig. 4.6. Additionally I compare
the dynamical evaluation to the conventional kinematical evaluation along the same
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Figure 4.6.: Diffusion constant D versus inverse temperature T for c-direction
[Rennhofer et al., 2006] and a-direction, evaluated by kinematical and
dynamical scattering theory, respectively. The slope represents the activa-
tion energy of diffusion.
direction and the diffusivity in the perpendicular direction. The resulting activation
energies (pre-factors) for the kinematical and dynamical evaluation are 1.90(23) eV
(8.4×10−9 m2s−1) and 1.92(23) eV (2.6×10−9 m2s−1), respectively, are slightly higher
than the activation energy in the perpendicular direction previously measured. The
kinematical evaluation is in good agreement with the dynamical evaluation. The
diffusion constant in a-direction is nearly two orders of magnitude faster than in
c-direction. This huge difference justifies the previously taken assumption for the
kinematical evaluation of the diffusion. More details about the interpretation will be
given in the next chapter.
Chapter 5
DISCUSSION
5.1. Effective formation energy
The raw formation energies of Sui et al. [2007] based on ab-initio calculations for
Fe (Pt) antisites and vacancies are piFe = 1.05 eV (
φ
Pt = 0.66 eV) and 
φ
V = 2.58 eV
(piV = 3.2 eV), respectively, where I denote the Fe- and Pt-sublattice by φ and pi,
respectively. In contrary to the valid approach of inserting the excess atom at a typical
surface site, in ab-initio calculations with periodic boundary conditions this is not
possible. In an elementary lattice the missing energy of the removed atom would
be compensated by correcting with the difference between the energy of the relaxed
lattice with the vacancy and the normalized energy of the relaxed perfect lattice. The
resulting entity is then the vacancy formation energy in a canonical formalism and the
concentration is of the form of cV = e
−EV /kBT . In a structure with multiple sublattices,
however, it is not possible to separate the contribution of the individual atoms in a
physical meaningful sense this way, because one can only define an energy per unit cell.
In this case the Gibbs free energy G = U − TS + pV has to be minimized in a grand
canonical formalism with respect to the numbers of the individual defects Ni
∂Ni (U − TS + pV − µFeNFe − µPtNPt) = 0 , Ni = NφV , NpiV , NφPt, NpiFe . (5.1)
This framework allows now for atoms to be removed or added to the structure without
neglecting their contribution to the total energy. Now the defect concentrations,
however, have a much more complicated form. Here the concentration and the other
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properties of one defect depend on the thermodynamic quantities of the other defects
as well [Mayer et al., 1995; Mayer and Fa¨hnle, 1997]. Only in the limit of total
stoichiometry and thus predominant thermal defects or the off-stoichiometric case with
a majority of constitutional defects the concentrations reduce to a form similar to the
canonical formalism above. The respective effective formation energies are adapted to
yield again an exponential relation for the defect concentrations [Meyer and Fa¨hnle,
1999]. Otherwise all defects interact and the complexity of the problem increases
significantly.
In our case clearly antisites are the preferred structural point defects as we can see
from the calculated formation energies above. In a simple sense only combined defects
conserving the composition of the lattice have physical meaning. The fundamental
defect configurations, also depicted in Fig. 5.1, are
(a) (b) (c) (d)
Figure 5.1.: The fundamental defects, allowing only for antisites and vacancies, are (a)
antisite pair, (b) vacancy pair, (c) Fe triple defect and (d) Pt triple defect.
All higher order defects are linear combinations of the ones depicted here.
φPt + 
pi
Fe = 1.71 eV (antisite pair) , (5.2)
φV + 
pi
V = 5.78 eV (Schottky defect) , (5.3)
piFe + 2
φ
V = 6.21 eV (Fe triple defect) , (5.4)
φPt + 2
pi
V = 7.06 eV (Pt triple defect) . (5.5)
Here the energy of the undisturbed crystal, independent of its size, is set to vanish.
Thus the energy of a vacancy pair increasing the crystal by a complete cell is just the
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energy of the two individual vacancies. The same is true for the other defects.
In reality only 3 of those 4 equations are linear independent. Therefore there can
only be 3 independent energy parameters. Since in my case I have excess Fe atoms and
antisites have much lower activation energies than vacancies, Fe-antisites are chosen
to be the preferred structural defect and set to EpiFe = 0 eV, if I assume that thermal
defects can be neglected compared to the former ones. Note that in case of total













V − piFe/2 (5.8)
These equations can also be found in Meyer and Fa¨hnle [1999]. The resulting effective
formation energies for the complementary Pt-antisite and the vacancies are, EφPt =
1.71 eV, EφV = 3.105 eV and E
pi
V = 2.675 eV. Now these new values for the formation
energies will reproduce the right thermodynamics. Clearly this has to be seen as a
first approximation, as for a serious investigation of the energetics all the interactions
between the defects may have to be considered.
5.2. Energetics
The difference in the activation energies for the kinematical and dynamical evaluation,
1.90(23) eV and 1.92(23) eV, is negligible and well in the range of the standard deviation.
Therefore I can basically confirm the results of the kinematic evaluation. Additionally,
the diffusion constants are only about 20% lower for the dynamical evaluation in the
range examined here. Interestingly the activation energies are in the same region as the
previously measured value of 1.65(29) eV, corresponding to the perpendicular direction.
These values for the activation energy are lower compared to Fe-tracer [Nose et al.,
2005; Nakajima et al., 2005] or chemical [Kushida et al., 2003] diffusion data in FePt
obtained, however, at much higher temperatures. Lower activation energies may be
explained by grain boundary diffusion with a high concentration of point defects [Lee
et al., 2005]. Due to the probed length scales, which are barely an order of magnitude
above the lattice constant, only an extremely high density of such defects would
be able to influence the diffusivities measured with our method, which is in noted
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contrast to the case of conventional tracer diffusion experiments. The high epitaxial
quality of our samples is furthermore confirmed by the TEM images of Sec. 3.1.6
[Laenens et al., 2009] for the c-variant samples, revealing anti-phase boundaries and
dislocations mainly at the interface to the substrate. Furthermore I would like to note
that the dislocation lines are parallel to the substrate surface. This would mean that
any enhanced diffusion paths resulting from these dislocations do not contribute to
the perpendicularly measured diffusion. Additionally the activation energies of the
c-variant 1.65(29) eV [Rennhofer et al., 2006] and the here investigated direction are
in good agreement. So if I get a similar or even slightly higher activation energy for
diffusion in our samples with different orientation I would argue that the sample quality
should be comparable to what we observe here. Thus I take the high epitaxial quality
demonstrated earlier as an argument also for our samples.
The rather low activation energy is also confirmed by in-situ resistometry measure-
ments on a similar FePt isotopic multilayer by Kozubski et al. [2005]. Additionally,
they observed a similar multiscale character of the activation energies in order-order
transitions investigated by Monte Carlo simulations.
To recapitulate, I believe that the activation energy in our measurements on two
different samples so far and in different crystallographic directions has experimentally
a solid base. New tracer or interdiffusion measurements filling the huge gap in the
temperature between our data and data of Nose et al. [2005] would therefore be
desirable.
5.3. Anisotropy
The up to two orders of magnitude enhanced Fe diffusion rate parallel to the a-plane
compared to the diffusion rate along the c-axis qualitatively confirms the expectation
of diffusion mainly in the Fe sublattice. However, the anisotropy is surprisingly high
compared with other intermetallics of the same structure.
Anisotropic diffusion measurements are anyway very rare for L10 single crystals.
Studies on L10-FePt (0.54 atomic fraction Fe close to the fraction of 0.56 of our sample)
report an anisotropy of only 1.2 to 1.7, i.e. faster iron diffusion along the a- than
along the c-axis [Nose et al., 2005; Nakajima et al., 2005]. This value only slightly
increases to the factor of 1.6 to 3.6 in the Pt-rich composition with 0.42 atomic fraction
of Fe. According to the difference in the activation energy found there, the gap in
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the diffusivities should be much higher at the significantly lower temperatures of our
measurement. I attribute this to the high uncertainty of the activation energies resulting
in ambiguous predictions in different thermal ranges. The anisotropy of Ti-diffusion in
L10-TiAl is one order of magnitude [Ikeda et al., 2001; Mishin et al., 2005]. Anisotropies
of impurity diffusion in TiAl [Nose et al., 2006] can be larger as well as smaller than
one, which proves that activation energies play a crucial role in the case of impurities.
For perfect stoichiometry I assume that any Fe diffusion in c-direction will require
higher energy due to the creation of Pt-antisites, therefore the energetically favoured
diffusion paths are exclusively in the a-planes. The raw formation enthalpies from ab-
initio calculations [Sui et al., 2007] for Fe (Pt) antisites and vacancies, 1.05 eV (0.66 eV)
and 2.58 eV (3.2 eV), respectively, can be renormalized for structural antisites [Meyer
and Fa¨hnle, 1999] in the Fe-rich composition to the effective formation enthalpies of
0 eV (1.71 eV) and 3.105 eV (2.675 eV), respectively, to achieve the right kinetics as
shown in Sec. 5.1. For diffusion in c-direction diffusion paths via the classical six-jump
cycle [Elcock and McCombie, 1958] (see also Mehrer [2007]), visualized in Fig. 5.3, or
direct jumps to a next-nearest neighbour site are both energetically disadvantageous.
The very high order of the FePt phase clearly supports this view.
In our slightly off-stoichiometric Fe-rich samples a small fraction of diffusion paths of
similar energetics to the a-planes through structural Fe-antisites exist. The vacancies
could migrate through these defects without creating additional ones. Actually the
vacancy formation energy on the Pt-sublattice is even lower than on Fe possibly
attracting vacancies from Fe-sites. This way the very similar activation energy in both
direction is comprehensible. The reason for the high anisotropy in the diffusivities,
however, is in our opinion the far higher number of energetically favoured diffusion
paths on the Fe’s own sublattice. The lower observed activation energies could be
explained by interaction of the different kinds of defects, briefly discussed in Sec. 5.1,
or a lattice constant deviating from the relaxed due to the epitaxial nature of the films.
Additional diffusion paths through Fe anti-sites would mainly influence the diffusion in
c-direction which was measured on samples closer to stoichiometry. Despite their far
lower numbers the good agreement of the activation energy in the different directions
suggests that the diffusion in c-direction similarly occurs through antisites on the Pt-
sublattice, nonetheless. From these considerations I expect even higher anisotropy for
Pt. Overall, the presence of antisites could decrease the formation energy of vacancies
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(a) (b) (c) (d)
(e) (f) (g)
Figure 5.2.: Six-jump cycle in L10-structure
considerably and calls for further ab-initio calculations. In general this shows that the
diffusion mechanism can be strongly influenced by structural defects. It is commonly
overlooked that for defect formation energies larger then 1 eV there are almost always
much more constitutional than thermal defects at reasonable temperatures demanding
the non-stoichiometric limit.
Another perspective of viewing diffusion over energetically favoured diffusion paths
is a correlation effect for the vacancy jump as a diffusion vehicle. In the paper of Ikeda
et al. [2001] the smaller diffusion coefficient of Ti in the direction parallel to the c-axis
was explained in terms of the stronger correlation effect for vacancy jumps between
sublattices. This claim was modified in the later paper Nakajima et al. [2005] but
certainly some part of the anisotropy could also be understood by taking only vacancy
correlation effects into account.
In summary anisotropy of iron diffusion in L10-FePt is a result of energetic barriers




In summary, the activation energies are very similar suggesting a vacancy-driven
diffusion mechanism in both directions. In the direction perpendicular to the element-
wise alternating atomic planes this mechanism is enabled by structural antisites. The
high anisotropy is thus mainly attributed to the higher number of favourable diffusion
paths within the said planes. Additionally I found that it is of major importance to
consider the interactions between the different kind of defects.
Taking into account all these factors, we have seen that L10-FePt displays the highest
anisotropy of the diffusion coefficient in the c- versus perpendicular to the c-axis among
all L10-systems reported so far. The results are published in Gro¨stlinger et al. [2012].
However, I cannot argue with absolute certainty which factor is the most important
and leave this problem as a challenge for future ab-initio calculations.
A full dynamical treatment for multilayer diffusion incorporating all the hyperfine
parameters was employed to a real resonant reflectivity experiment. Within the variance
the results are in good agreement to the classical evaluation method. In samples with
a higher ratio of nuclear resonant absorption to photoabsorption, however, significant
deviations can be seen. This problem is an interesting issue and could be an object of






Atomic vibrations are determined by the properties of the surrounding electron density.
The study of atomic dynamics, thus, provides an insight on the fundamental forces acting
on the atomic scale. In this regard, investigations of the former provide information
not only on the mechanical (elastic) properties, but also on the phase stability and
the thermodynamical properties of a solid. Subsequently physical quantities like the
mean force constant, the mean atomic displacement, internal energy, heat capacity
or vibrational entropy can be directly deduced. The property of interest is here
the dispersion relation and the phonon density of states (DOS). From a historical
perspective, first only the dispersion relation was directly accessible from experiments.
Here the main method has been neutron scattering, as thermal neutrons are available
at high fluxes from nuclear reactors. Additionally, limited information can be gained
from methods employing light scattering like Brillouin and Raman scattering, where
the latter studies incoherent molecular vibrations. The problem with these methods,
however, is the small modulus of the wave vector transfer q ≤ 4pi/λ ≈ 2× 10−2 nm−1,
where λ denotes the wavelength of an x-ray photon. Thus the dispersion relation
can only be investigated in a small fraction of the Brillouin zone. The advent of
synchrotron sources of high brilliance allowed for new methods, the one used in this
study is described in the next section.
The goal of this work was to investigate atomic dynamics in the L10-phase of FePt.
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For the motivation, why this particular phase is of great importance, see Sec. 1.1. For
the L10-structure in general only a few investigations exist [Mehaddene et al., 2004;
Pierron-Bohnes et al., 2007; Ghosh, 2009]. Recently, a comparable study of FePt with
the very technique used in our investigation, attempted to measure the anisotropic
DOS in nanoparticles [Tamada et al., 2010]. However, the angular distribution of
orientations of the structure in the particles did not permit the separation of the
directional dependence. Additionally surface vibrations may pose a non-negligible
influence in such finite size structures. We believe that our results can deliver the full
anisotropic DOS and shed a light on the influence of possible surface effects.
6.2. Nuclear inelastic resonant absorption
Atomic vibrations can be described as superposition of collective vibrational states
of the atoms. Such a state with a defined energy and wave vector is called a phonon,
a quasi-particle in the quantum picture. Single phonons can be created by targeting
a solid with a particle beam of a certain energy. In creation or annihilation of these
phonons, energy is transferred between the particles of the beam and the solid. This
is called inelastic scattering, hence the name of the main class of methods used to
investigate this physical phenomenon.
We mentioned earlier that the wavelength of x-rays, and of course thermal neutrons,
is much more favourable to study phonons than that of lasers. Nevertheless the natural
line width of conventional x-ray sources of about ∼ 1 eV is by far too large for typical
phonon energies 1 meV < E < 100 meV. Thus only synchrotron sources with the aid
of monochromators of sub-meV resolution can fulfill the demands of such experiments.
The pulsed nature of the latter also allows for the separation of the nuclear from the
electronic scattering. This way the resonance of the Mo¨ssbauer isotope 57Fe can be
used to only measure the DOS associated to the Fe-atoms in the lattice. A very similar
setup can yield complementary information through inelastic electronic scattering.
While in general the high flux of a synchrotron permits the study of very small samples,
like thin films or nanoparticles, the isotope specific resonance makes it possible to
even probe certain areas of the already small volumes, e.g., a certain layer in a thin
film. Furthermore the samples do not even have to be of crystalline nature. It would
be entirely possible to measure polycrystalline, disordered, amorphous, even liquid or
gaseous phases and investigate them during structural or phase transformations.
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Most importantly, this method yields the DOS D(E) directly without a physical
model, in contrast to the dispersion relation E(q) from inelastic neutron scattering and
all the other methods. On the other hand the dispersion relation can not be probed
due to the incoherent nature of the method. So the information gained from both
methods is fundamentally different. The pioneering experiments have been conducted




7.1. Nuclear inelastic scattering theory
This section mainly follows the approach of Kohn and Chumakov [2000]. A very
fundamental treatment of the theoretical aspects of the subject is given by Sturhahn
and Kohn [1999].
In the following a relation between spectral inelastic nuclear resonant absorption and
the projected partial phonon density of states is established. The theoretical framework
of inelastic scattering was already worked out by Singwi and Sjo¨lander [1960] and the
principles can even be found in the work of Van Hove [1954]. The energy range of the
hyperfine structure of the nuclear resonance is assumed to be much smaller than typical
phonon energies, thus the former can be neglected. Because the distinction of resonant
atoms is experimentally not viable and in our case resonant atoms occupy equivalent
sites, I only consider a single distinct resonant site. With these presumptions in mind
the normalized probability of absorption W per unit energy interval and resonant atom,














dτ e−iEτ−Γ|τ |/2e−M(0,k)eM(τ,k) (7.1)
with the time t, τ = t/~, the natural width of the nuclear excited state Γ, the difference
in energy between the incident x-ray and the resonance energy of the nuclear transition
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E and the wave vector of the incident x-ray k.
The brackets 〈 〉T denotes the quantum mechanical, that is the sum over the initial
states of the atoms in the lattice, and thermal average at temperature T of a spatial
and temporal self-correlation function involving the atomic displacements from their
equilibrium position u. For a harmonic lattice the self-correlation function can be














with the modulus of the wave vector k ≡ |k| and the mass and recoil energy of the
nucleus denoted as m and ER = ~2k2/2m, respectively, the volume per unit cell V ,
the phonon dispersion relation of branch j, ωj(q) and the polarization vector of the




eβ~ωj(q) − 1 (7.3)
with β ≡ 1/kBT . The first factor of the integrand in W turns out to be the angle-
dependent Lamb-Mo¨ssbauer factor fLM(k) = e
−M(0,k). The second exponential factor
can be expanded into n-phonon creation or annihilation contributions














= δΓ(E) . (7.5)
For Γ much smaller than typical phonon energies I set limΓ→0 δΓ(E) = δ(E). Further-
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=
ERDp(|E| ,k)
E(1− e−βE) , (7.6)
where for the second line the Bose-Einstein distribution of Eq. (7.3) was inserted. The








dq3 |k · ej(q)|2 δ(E − ~ωj(q)) . (7.7)
In case of a cubic Bravais lattice or a polycrystalline solid with only resonant atoms







dq3 δ(E − ~ωj(q)) . (7.8)
From here on I neglect the linewidth Γ in the exponential, as the relativ hyperfine
energies (∼ neV) are much smaller than the typical phonon energies (∼ meV). The











dE′ S1(E′,k)Sn−1(E − E′,k) . (7.10)
7.2. Phonon density from experiment
The experimental spectra of nuclear inelastic resonant absorption always include
contributions from instantaneous multi-phonon creation or annihilation. In fact the




(− ln fLM(k))n (7.11)
with the Lamb-Mo¨ssbauer factor fLM. Ideally a Lamb-Mo¨ssbauer factor close to unity
would guarantee relatively few multi-phonon events.
Nevertheless a method to separate the single-phonon from the multi-phonon contri-
butions is required, as the former is in a close relationship to the partial PDOS. The
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In the equations above and in the rest of this section the Fourier transform F of an











Taking the experimental resolution functionR into account, that is mainly the monochro-
mator function measured from energy resolved elastic forward scattering,
I ′(E,k) =
∫
dE′R(E − E′) (aS(E′,k)− bfLMδ(E′)) , (7.16)










This recipe to extract the one-phonon contribution from the time dependent intensity
I ′ of deexcitation after the pulsed excitation by the synchrotron beam, where the
elastic nuclear absorption peak in the center is removed, is called the Fourier-Log
decomposition. The constants a and b are necessary to correct for saturation of the
detection system at the intense resonance. A detailed description of the intricacies of
the extraction procedure can be found in Kohn and Chumakov [2000].
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7.3. Anisotropic density of states
In the anisotropic case Eq. 7.7 for the partial phonon density of states has to be















dq3 δ (E − ~ωj(q)) (ej,m)µ (ej,m)∗ν (7.19)
with the volume of the unit cell V , the number of resonant atoms in the unit cell N .
This form is directly related to the fundamental structure of the physics in the solid,















with the force constant tensor D and the atomic displacement vectors u and m and n
running over all the atoms in the ensemble.
So for a Cartesian coordinate system coinciding with the lattice similar to Fig. 2.1
with the angle of incidence even below the total reflection the wave vector of the












(T11(E) + T33(E)) . (7.22)
This relation and the separate measurement of T11 is used to decompose contributions




The lack of bulk single-crystalline samples of good quality forces one to look for
alternative methods to investigate atomic vibrations in L10-FePt. Nevertheless, through
epitaxial deposition of films on suitable substrates certain orientations of the lattice
are favoured, thus enabling the preparation of single-crystalline films. Previous studies
showed the feasibility of FePt-films grown by molecular beam epitaxy (MBE) on MgO
substrates [Farrow et al., 1996; Laenens et al., 2009].
In fact the samples are very similar to the ones used for the diffusion studies described
in Sec. 3.1. This time the films are enriched by the resonant 57Fe-isotope over the
whole depth, in contrast to the periodic enrichment for the study of diffusive smearing
of the isotopic superstructure. The slightly smaller thickness of 30 nm, however, does
not cause any qualitative difference of the overall properties. The actual thickness after
preparation determined by x-ray reflectometry was 27 nm with a roughness of < 0.3 nm
and 1 nm for the film on MgO(100) and MgO(110), respectively. The long-range-order
parameter was calculated to 0.9 and 0.85, respectively, which suggests fairly good
ordering.
As was mentioned above the applied method yields the DOS projected onto the axis
of the incoming photon beam. Thus to probe the anisotropy in a tetragonal structure
at least one of the measured directions has to have a non-vanishing component in the
direction of the distinct c-axis, or vice versa. So besides the sample on MgO(100) with
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the c-axis, and therefore the magnetization, normal to the surface, films with one of
the a-axes canted out of the surface by 45◦ have been prepared on MgO(110). For a
more detailed description of the orientation see Sec. 7.3 and Laenens et al. [2007]. To
ensure consistency from the point of view of preparation the samples have been grown
simultaneously on a single sample stage by co-evaporation of 57Fe (effusion cell) and
Pt (electron-bombardment heating). The partial film growth rates have been adjusted
to 0.0027 nm s−1 and 0.0035 nm s−1 for 57Fe and Pt, respectively. During preparation
the sample was kept at a constant temperature of 500◦C.
X-ray diffraction on the one hand confirmed the orientation of the lattice and on
the other permitted insight on the lattice constants of a = 0.385 nm and c = 0.371 nm
for both samples. These values compare very well with the literature on bulk samples
[Kudielka and Runow, 1976] suggesting a relaxed lattice for the most part of the sample,
considerable better than in Laenens et al. [2007]. The orientation of the distinct axis,
and thus the magnetization axis, was additionally checked by conversion electron
Mo¨ssbauer spectroscopy (CEMS) analogous to Sec. 3.1. The magnetization axis has
been perpendicular and 45◦ canted to the sample surface for FePt(100) and FePt(110),
respectively, as expected. Rutherford backscattering suggests a fairly stoichiometric
sample at a composition of Fe0.49Pt0.51 with a slight excess of Pt.
8.2. Nuclear resonant experiment
The high photon flux and spectral density of modern synchrotron facilities and the
resonant nature of the interaction in nuclear resonant scattering renders nuclear inelastic
resonant absorption (NIRA) a viable approach to investigate samples of very small
dimensions, like nanoparticles or in our case nanofilms. Again the pulsed time structure
is used to separate the nuclear from the more intense electronic scattering amplitude.
The following details on the experimental setup are taken mainly from Chumakov and
Sturhahn [1999].
The monochromatization of the beam is achieved via a high-heat-load and a high-
resolution monochromator. In the latter a high-order reflection guarantees a narrow
spectral width of ∼ meV and permits energy modulation through a large angular
energy dispersion.
Two detectors are used to measure the scattered x-rays, namely Avalanche photo
diods (APD), for details see Sec. 3.2. The first detector is placed directly above the
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sample stage and counts the incoherent inelastic events of nuclear resonant scattering.
Basically there exist three possible decay paths for this technique
i. nuclear resonant fluorescence,
ii. conversion electrons emission and
iii. atomic fluorescence
For 57Fe the contribution of the first option is neglectable due to its small partial
internal conversion coefficient. Furthermore the decay by internal conversion results
in an unoccupied inner shell state, which in turn promotes an outer shell electron
to fill that gap with the subsequent emittance of a photon, the third possibility of
above. In our case the latter was utilized to determine the spectral dependence of
the nuclear absorption yield, but alternatively conversion electrons could be used to
promote surface sensitivity.
To measure the experimental resolution function R of Eq. (7.16) the coherent elastic
nuclear intensity is measured in forward direction with the detector far from the sample
to avoid incoherent contributions. Due to small instabilities of the monochromators
the elastic nuclear peak is measured throughout the experiment.
The nuclear inelastic resonance absorption measurement was conducted at ID18 of
ESRF in Grenoble, optimized for nuclear resonant experiments, in 16 bunch mode.
The spectral step size was chosen to be 0.2 meV for a monochromator resolution of
0.8 meV. The sample were simply placed below a detector, sensitive to electronic
fluorescence, so the actual measurements was carried out at room-temperature under
ambient conditions. The incident angle was adjusted to 0.26◦ = 4.5 mrad, below the
angle of total reflection. Therefore we can expect high surface sensitivity, as the upper
nanometer of the FePt-film is responsible for more than 25% of the signal. The summed
up NIRA spectra are shown in Fig. 8.1. The yellow data represents the film with
the c-axis normal to the sample surface, whereas the other two data sets mark the
scans for the 45◦ canted sample, taken in the two perpendicular in-plane directions
along the crystalline axes [100] and [110]. For the former sample an additional scan
with the sample rotated 45◦ about the surface normal was recorded, which showed
the same energy dependence, as it should. Of the latter two spectra the one in the
[100]-direction resembles that of the sample with the c-axis perpendicular to the surface,
as this measurment direction also has no component in the c-direction. The remaining
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data resulted from the experiment with the incoming wave vector in the [011] direction
of the lattice, thus effectively representing the mixed DOS of 12(T22 + T33).













Figure 8.1.: The summed NIRA spectra for Fe in FePt of the film on MgO(100) and
two in-plane perpendicular directions of the film on MgO(110).
Chapter 9
RESULTS
9.1. Phonon density of states
The following results are published in Couet, Sternik, Laenens, Siegel, Parlinski,
Planckaert, Gro¨stlinger, Chumakov, Ru¨ffer, Sepiol, Temst, and Vantomme [2010],
where S. Couet, N. Planckaert and myself were responsible for the nuclear inelastic
measurement. The DOS-software [Kohn and Chumakov, 2000] was used to extract the
projected partial density of states. The basic method implemented in the program is
described in Sec. 7.2. To iterate this is only the part of the vibrational modes associated
with the Fe-atoms in the FePt-alloy. The geometric relation to separate the PDOS
measured on the 45◦ canted structure of FePt on MgO(110) is described by Eq. (7.22).
The component of the DOS in c-direction can than be computed from the mixed DOS
T[011] by
T33 = 2T[011] − T11 , T22 = T11 . (9.1)
Fig. 9.1 illustrates the combined and separated PDOS. Data points below 1.5 meV
should not be trusted as for the removal of the elastic peak the data was interpolated
in this range. What is immediately noticed is the much smaller density of low-
energy vibrational modes in c-direction. The overwhelming majority of states is
concentrated around a vibrational energy of about 29 meV. The associated elastic
and thermodynamic properties calculated from the spectra are listed in Tab. 9.1. The
largest variations in the different directions can be found for the mean of the force
constant and the sound velocity, which is plausible as these should be directional
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Figure 9.1.: (a) The PDOS for Fe in FePt for different directions in the crystal. (b)
The experimental data is compared to ab-initio calculations smeared by
a normal distribution accounting for the experimental resolution [Couet
et al., 2010].
properties. Furthermore they can give a qualitative insight for finding suitable models
for Monte-Carlo simulations of diffusion. However, to connect the data to the intrinsic
physical properties first-principles calculations have to be in agreement.
Table 9.1.: Physical quantities calculated from the measured PDOS in different crys-
talline directions.
Physical quantity a a+ c c
specific heat (kB/atom) 2.78(1) 2.76(1) 2.73(1)
vibrational entropy (kB/atom) 3.52(1) 3.31(1) 3.12(1)
mean atomic displacement (10−3 nm) 7.5(1) 7.3(1) 7.2(1)
mean force constant (102 N m−1) 1.296(4) 1.439(4) 1.592(4)
mean sound velocity (103 m s−1) 2.214(20) 2.101(20) 2.016(20)
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9.2. Ab-inito calculations
First-principles calculations of lattice dynamics were conducted by M. Sternik1 to
relate the measured data to intrinsic physical properties. The supercell with periodic
boundary conditions was constructed of 4×4×3 unit cells containing a total of 96 atoms.
For the crystal relaxation and the calculation of Hellmann-Feynman forces the vasp
software [Kresse and Furthmu¨ller, 1996] was utilized. To be specific spin-polarized
total-energy density functional formulation with general-gradient approximation was
used for the exchange-correlation functionals. The Hellmann-Feynman forces for small
atomic displacements from the equilibrium position are subsequently used to compute
the phonon dispersion relation [Parlinski et al., 1997]. This involves the diagonalization
of the dynamical matrix for a large set of wave vectors. Subsequently the PDOS was
obtained for the given experimental configurations. The optimized lattice parameters
a = 0.386 nm and c = 0.377 nm agree very well to the experimentally found bulk
values. The experimental resolution function (0.8 meV) and the finite lifetime of
the phonons was implemented by convolving the theoretical PDOS with a normal
distribution of width σFWHM = 6 meV. As shown in Fig. 9.2(a) the PDOS from ab-
initio calculations for a fully relaxed bulk crystal is shifted to lower energies compared
to the experimental findings. However, the lattice constants obtained experimentally
from x-ray diffraction deviate significantly from the theoretical values in one direction,
i.e. cexp = 0.371 nm < 0.377 nm. Thus adapted ab-initio calculations with a predefined
strained structure according to the experimental lattice constants were performed. In
this configuration the first major peak in the resulting PDOS agrees very well with the
experimental data (see Fig. 9.2). The features are very similar except the cutoff at lower
energies. The final fits to the data in the different directions are shown in Fig. 9.1(b).
Note that the uniaxial strain shifts the PDOS in all directions. Therefore the PDOS is
very sensitive to elastic strain represented by changes in the lattice spacing.
9.3. Surface modes
As mentioned earlier the grazing-incidence geometry even below total reflection ren-
ders the experiment prone to surface effects. Thus the measured PDOS could to a
significant degree be originating from a disturbed PDOS of the first few layers, where
1Institute of Nuclear Physics, Polish Academy of Sciences, Krako´w, Poland
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Figure 9.2.: Ab-initio calculations of Fe-PDOS in FePt and experimental data for (a)
a relaxed bulk lattice in a-direction compared to the strained lattice in a
thin film sample and (b) depth dependent PDOS calculations, where the
one of the first layer differs considerable from the bulk one [Couet et al.,
2010].
the interatomic forces are asymmetric. For that reason further ab-initio calculations
for 3 atomic bilayers of Fe/Pt with free surfaces above and below the film have been
performed. Of the resulting spectra (see Fig. 9.2(b)) only the Fe-layer directly at the
surface shows a completely different PDOS, whereas the layers immediately below
behave fairly bulk-like. Since the top layer should make up roughly 10% of the measured
signal, the lack of additional low-energy modes in the measured spectra suggests the
surface to be Pt-terminated. This view is supported by surface-energy studies on FePt
and CoPt [Dannenberg et al., 2009].
Similar to a study of metallic Fe on W(110) bulk-like behaviour is assumed as soon
as the second layer. In general even very thin films should show vibrational modes
close to bulk samples. Furthermore, even the PDOS of FePt-nanoparticles should be
similar to the infinite case, as long as they are Pt-terminated. A recent study [Tamada
et al., 2010] employing the same technique on such nanoparticles of an estimated size
of 5 nm reports on a qualitatively very similar anisotropic PDOS. On a closer look,
however, we can find these additional low-energy modes accounted to Fe-surface layers.
Chapter 10
CONCLUSION
A comprehensive study about the phonon density of states and in particular its
anisotropy in FePt thin films is presented. While we find several low-energy modes in
the a-direction, in the c-direction the vibrational modes are concentrated on the upper
end at 29 meV. The general form of the PDOS observed here, should, in our opinion,
be qualitatively valid for intermetallic alloys of the L10 structure. The experimental
data is in good agreement with ab-initio calculations, if the lattice strain in the film
induced by the substrate is incorporated by a smaller cell in c-direction.
To exclude strong surface contributions favoured in the grazing-incident geometry,
further ab-initio calculations found a surface-induced deviation of the PDOS only in
the first Fe layer. However, these additional modes are not present in the experimental
data, suggesting a Pt-terminated film. The results are in relatively good agreement
with a study on FePt-nanoparticles investigated with the same technique. The small
but significant contribution of low-energy modes may point to Fe-terminated particles,
nevertheless this calls for closer investigation. In conclusion, the presented information
should give a general idea of anisotropic properties of atomic vibrations for the class of




A.1. Lippmann-Schwinger equation and Born
approximation
Let us consider a time-independent scattering problem with the energy eigenstate |φ〉 of
the free field Hamiltonian H0 ⇒H0|φ〉 = E|φ〉. Now I introduce a scattering operator
M describing a weak perturbation to H0 that does not change the energy but only
the state of the field
(H0 +M)|ψ〉 = E|ψ〉 . (A.1)
A solution can be found using the Lippmann-Schwinger equation with an infinitesimal
 to remove the singularity of (E −H0)−1
|ψ〉 = |φ〉+ 1
E −H0 + iM |ψ〉 . (A.2)
In the space representation with all the possible eigenstates H0|k〉 = Ek|k〉 I may
transform this to
〈x|ψ〉 = 〈x|φ〉+ 〈x| 1




E −H0 + iM |ψ〉








E − Ek + i
∫
dk′3 〈k|M |k′〉〈k′|ψ〉 . (A.3)
For the first order Born approximation one replaces the resulting state of the field with




E − Ek + i
∫
dk′3 〈k|M |k′〉〈k′|φ〉 , (A.4)
which is equivalent to the first order term of the Born expansion. The wave representa-
tion of the above






E − Ek + i
∫
dk′3M(k,k′)A˜0(k′) . (A.5)
resembles the initial equation of the dynamical scattering theory except for an additional
energy transfer between the photons and the nuclei. Since this transfer is reversed on
emission the outer structure of these equations is similar.
A.2. Algebraic structure of dynamical scattering
In this section the algebraic structure of the dynamical scattering will be developed
according to Ro¨hlsberger [1999, 2004]. This is done by firstly introducing an arbitrary
scattering operator Mˆ describing the sum of all scattering events originating from a
wave with frequency ω′ and wave vector k′ ending up in a wave with frequency ω and
wave vector k. In the first order Born approximation for a thin scatterer the resulting
field can be calculated from




dω′ dk′3 Mˆ(ω,k, ω′,k′)A˜0(ω′,k′) (A.6)
with the photon propagator Pγ
Pγ(ω,k) = − 4pic
ω2 − k2c2 + i . (A.7)
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From right to left this reads as the incident wave A˜0 scattered by the scattering
operator Mˆ and integrated over all possible incident waves. The propagation of the
resulting field is then described by the so called photon propagation operator Pγ . Due
to polarization dependence the scattering operator Mˆ and the wave amplitudes are 2-
dimensional matrices and vectors, respectively, represented in a convenient polarization
basis. For different atomic subgroups j the scattering operator for elastic scattering
ω′ = ω consists of a geometrical phase factor identified as the structure function Sj
and the atomic scattering amplitude Mj
Mˆ(ω,k, ω′,k′) = δ(ω − ω′)
∑
j
Sj(k − k′)Mj(ω,k, ω′,k′) . (A.8)
The structure function Sj as a function of the scattering vector q = k− k′ contains all
the information about the atomic arrangement as it is the Fourier transform of the




dx3 eiq·xρj(x) . (A.9)
Let us now calculate the structure function for a thin homogeneous film of thickness d




dx dy eiqxy ·x
d∫
0




with the in-plane scattering vector qxy. The scattering operator then reads







Assuming a plane wave for the incident beam A˜0(ω
′,k′) = (2pi)4δ(ω′−ω0)δ3(k′−k0)A0
we can put all together and immediately execute the integration over the δ-functions
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for the scattered field







Finally a Fourier transform 1/(2pi)4
∫
dω dk3 ei(k·r−ωt)A˜(ω,k) yields the corresponding
















where I have dropped the dependence of the atomic scattering amplitude Mj on k0x















2 and subtract the contribution of the integration over an arc
of radius R in the positive and negative complex half plane, respectively. Fortunately
the integrand is bounded for every kz on that arc and vanishes for R→ 0. Therefore
the solution consists solely of the residues resulting in














ρjMj(−k0z, k0z)A0 . (A.15)
Below the plane for z ≥ 0 including the incident wave of A0ei(k+·x−ω0t) and the wave















= ei(k+·x−ω0t) (1 + idf++)A0 , (A.16)







Above the plane for z < 0 and the wave vector k− = [k0x, k0y,−k0z] the field amplitude
evaluates to

















Disregarding the phase factor eik0xy ·x the resulting amplitude inA+(z+d) andA−(z−d)
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Figure A.1.: The layers on the right-hand side are infinitesimal sublayers of a homoge-
neous layer. In this system the resulting field for the layers at z + d and
z − d, respectively, originating from incident beams A+(z) and A−(z) is
illustrated.
A+(z + d) = e
ik+zd ((1 + idf++)A+(z) + idf+−A−(z))
A−(z − d) = e−ik−zd ((1− idf−−)A−(z)− idf−+A+(z)) . (A.20)






= i ((f++ + k+z)A+(z) + f+−A−(z))





= i (f−+A+(z) + (f−− + k−z)A−(z)) (A.21)
with k+z = −k−z = k0z1. Finally we arrive at the matrix representation of the field
variation with depth z
∂zA(z) = iFA(z) , (A.22)
with A the combined field amplitude for transmission A+ and reflection A− and the
propagation matrix F as
F ≡
[
f++ + k+z f+−








The components of the matrix F and the vector A are themselves 2-dimensional to
account for polarization dependence.
A.3. Matrix exponential








i. e0 = 1
ii. eaXebX = e(a+b)X
iii. eXe−X = 1
iv. if Y −1 exists ⇒ eY XY −1 = Y eXY −1
v. if [X,Y ] = 0 ⇒ eXeY = eY eX = eX+Y
vi. if [X, [X,Y ]] = 0 and [Y , [X,Y ]] = 0 ⇒ et(X+Y ) = etXetY et2[X,Y ]/2 .
If the matrix F can be transformed into the diagonal form FD, then the columns of
the transformation matrix S are the eigenvectors of F and the eigenvalues fi are the
diagonal elements of FD
F = SFDS
−1 . (A.25)
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S−1 = SeFDS−1 (A.26)
where (FDFD)ij =
∑




nδij . The matrix exponential
of a diagonal matrix is then just (eFD)ij = e
fiδij , and therefore the matrix exponential
of an arbitrary diagonalizable matrix is the back-transform of a diagonal matrix of
exponentials of the eigenvalues.
AppendixB
CODE EXAMPLES
The following code examples are tested to work with python 2.6.5. The compiler and
the main libraries are open source and freeware to ensure maximum flexibility. The
library numpy is the most established numerical computation package for python
including standard functions and linear algebra facilities. The library matplotlib is
the standard in the python-universe for publication quality plotting comparable to
gnuplot and an interface similar to Matlab. A large collection of scientific tools, e.g.,
fitting routines, forms the package scipy. There is also the package sympy for simple
analytical computations, although still in development phase it can handle most basic
analytical problems, e.g., differentiation, integration, solving and simplifying equations.
If one is deterred by the fact that every function has to be imported by itself, I
would like to point out the following commands
from package import *
import package
where the second command additionally keeps the namespace separated. Although this
is not the recommended way, because valuable resources are wasted, it can however
increase the speed in prototyping code.
B.1. Symmetry considerations
The following function calculates the diffusion current in a certain direction. For a
tetragonal crystal the physical properties should be invariant to certain symmetry
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elements, e.g., the rotation about pi/2 around the e3 axis. Employing this function one
finds that for this statement to be true, one requires D1 = D2.
from sympy import symbols , Matrix , simplify , cos , sin , pi
from sympy import pprint as pr





axis: axis number for rotation
"""
R1 = lambda t: Matrix ([ [1, 0, 0], # rotation axis 1
[0, cos(t), -sin(t)],
[0, sin(t), cos(t)]])
R2 = lambda t: Matrix ([ [ cos(t), 0, sin(t)], # rotation axis 2
[ 0, 1, 0],
[-sin(t), 0, cos(t)]])
R3 = lambda t: Matrix ([ [cos(t), -sin(t), 0], # rotation axis 3
[sin(t), cos(t), 0],
[ 0, 0, 1]])
RR = [R1 , R2 , R3] # list of rotation matrix functions
R = RR[axis - 1]( angle) # actual rotation matrix
pr(R) # print rotation matrix
C1, C2, C3 = symbols(’C1 , C2 , C3’) # symbolic variables
J1, J2, J3 = symbols(’J1 , J2 , J3’) # symbolic variables
D1, D2, D3 = symbols(’D1 , D2 , D3’) # symbolic variables
C = Matrix ([[C1], [C2], [C3]]) # concentration gradient vector
J = Matrix ([[J1], [J2], [J3]]) # measurement direction
D = Matrix ([[D1, 0, 0], [0, D2 , 0], [0, 0, D3]]) # diffusivity matrix
pr(D) # print diffusion matrix
pr((J.T * D * C)[0]) # diffusion flux unrotated
pr(simplify (((R * J).T * D * (R * C))[0])) # measurement rotated
pr(simplify ((J.T * (R.T * D * R) * C)[0])) # crystal rotated
rotate_diff(pi / 2)
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B.2. Convolution via Fourier transform
The convolution of the initial condition and the fundamental solution is done via a
Fourier transform. Note that in our case I have two distinctable orientations, thus I
have two fundamental solutions with different diffusion constants.
from numpy import arange , exp
from numpy import sum as sumn
from numpy.fft import fft , ifft , fftshift
def diffconv(x, f, Dt , w):
"""
calculate the convolution of inital condition and fundamental solution
----------------------------------------------------------------------
x: range in real space
f: initial function
Dt: diffusion progress
w: weight of the first domain
"""
x = (x[1] - x[0]) * arange(- 1.0 * len(x) / 2, 1.0 * len(x) / 2)
x = fftshift(x) # shift to correctly multiply with fundamental
g1 = exp(- x ** 2 / (4 * 0.5 * Dt)) # fundamental solution for ac-direction
g2 = exp(- x ** 2 / (4 * Dt)) # fundamental solution for a-direction
g = w * g1 + (1 - w) * g2 # sum of weighted fundamental solutions
g = g / sumn(g) # normalizing
return (ifft(fft(f) * fft(g))). real # convolution via Fourier transform
B.3. Simplex minimization
A Nelder-Mead simplex algorithm is used to fit the calculated nuclear reflectivity to the
experimental data. In comparison to other minimizations, e.g., Levenberg-Marquardt,
it does not rely on differentials, which can be tricky for numerical evaluation if the
surface in the solution space is very rough due to experimental date with bad statistics.
This implementation allows for a boolean vector to specify, which parameters to fit,
and additionally for intervals the parameters are restricted to.
from numpy import array , argsort , zeros , tile , mean , sqrt
from numpy import sum as sumn
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from numpy import max as maxn
from numpy import min as minn
from numpy import all as alln
def set_lim(p, l):
""" reset simplex to allowed ranges """
a = p < l[:, 0]
b = p > l[:, 1]
p[a] = l[a, 0]
p[b] = l[b, 1]
return p
def init_simplex(p0 , dp , fit):
""" initialize simplex for given ranges """
n = sum(fit)
x = zeros ((n, n + 1))
x[:, 0] = p0[fit]
for i in range(n):
x[:, i + 1] = x[:, i] + dp[fit][i] \
* array ([1.0 if j == i else 0.0 for j in range(n)])
c = mean(x, 1)
x += tile(p0[fit] - c, (n + 1, 1)).T
p = tile(p0, (n + 1, 1)).T
p[fit , :] = x
return p
def nelmead(fun , p0 , dp , fit , lim , eps , *args):
"""
nelder -mead algorithm to minimize function
------------------------------------------
fun: function to minimize of the form fun(p0 , a1 , a2 , a3 , ...)
p0: initial parameters
dp: initial parameter spread
fit: boolean vector which parameter is fitted
lim: (:,2)-dim array for limits of parameters
eps: upper limit for final parameter spread
"""
n = sum(fit)
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a = [1.0, 2.0, 0.5]
p = init_simplex(p0 , dp , fit , n)
for i in range(len(p[0, :])):
p[:, i] = set_lim(p[:, i], lim)
f = array ([fun(p[:, i], *args) for i in range(n + 1)])
it = 0
while True:
for i, l in enumerate(p[array(fit), :].T):
print(’ ’.join([’{0:f}’.format(l[j]) for j in range(n)] \
+ [’-> {0:f}’.format(f[i])]))
s = argsort(f) # sorting the simplex values from best to worst
c = 1.0 / n * sumn(p[:, s[:-1]], 1) # central point
r = c + a[0] * (c - p[:, s[ -1]]) # reflected point
r = set_lim(r, lim)
fr = fun(r, *args)
if f[s[0]] <= fr < f[s[-2]]:
p[:, s[-1]] = r # worst point reflected
f[s[-1]] = fr
elif fr < f[s[0]]:
e = c + a[1] * (r - c) # extended reflected point
e = set_lim(e, lim)
fe = fun(e, *args)
if fe < fr:
p[:, s[-1]] = e # worst point extended reflected
f[s[-1]] = fe
else:
p[:, s[-1]] = r # worst point reflected (w.o. extension)
f[s[-1]] = fr
else:
if fr >= f[s[-1]]:
k = c + a[2] * (p[:, s[-1]] - c) # contract worst point
else:
k = c + a[2] * (r - c) # contract reflected point
k = set_lim(k, lim)
fk = fun(k, *args)
if fk < f[s[-1]]:
p[:, s[-1]] = k # contract worst/reflected point
f[s[-1]] = fk
else:
for i in range(n + 1):
p[:, i] = a[2] * (p[:, i] + p[:, s[0]]) # contract simplex
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f[i] = fun(p[:, i], *args)
it += 1
av = sumn(p, 1) / (n + 1)
ss = sumn(abs(maxn(p, 1) - minn(p, 1)) / abs(av)) / n
if ss < eps: break
print(’-> convergence after {0:d} iterations ’.format(it))
return mean(p, 1)
B.4. Clebsch-Gordan coefficients
Numerical recipe to calculate arbitrary Clebsch-Gordan coefficients following the
calculations in Rose [1957].
from numpy import array , matrix , arange , prod , sqrt
from math import factorial as fac
def cg(j, m):
"""
clebsch -gordan coefficient for combination of two spin systems
-------------------------------------------------------------
j: array of spin modulus of first , second and combined system





if abs(m[0] + m[1] - m[2]) > 0: return C
if j[0] + j[1] < j[2] or j[2] < abs(j[0] - j[1]): return C
for k in range (3):
if abs(m[k]) > j[k]: return C
A = matrix ([[1, 1, -1],[1, -1, 1],[-1, 1, 1]])
p = sqrt ((2 * j[2] + 1) * prod(fac(A * matrix(j).T)) * prod(fac(j + m)) \
* prod(fac(j - m)) / fac(sum(j) + 1))
vmax = array ([j[0] + j[1] - j[2], j[0] - m[0], j[1] + m[1]])
vmin = array ([j[1] - j[2] - m[0], j[0] - j[2] + m[1], 0])
for v in arange(max(vmin), min(vmax) + 1):
C += (-1) ** v / (prod(fac(vmax - v)) * prod(fac(v - vmin )))
return p * C
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B.5. Nuclear resonant reflectivity
In this section a minimal example for the calculation of the nuclear reflectivity in
grazing incidence geometry is given. In the first file main.py the propagation matrices
and subsequently the scattered intensities are calculated for every incident angle.
from numpy import array , matrix , hstack , zeros , eye , diag
from numpy import exp , pi, complex
from numpy.linalg import eig
from numpy import sum as sumn
from matplotlib.pylab import semilogy , savefig
from multiprocessing import Process , Queue
from progressbar import ProgressBar
from elecref import elec
from nuclref import nucl
from const import k0
from par import EE, Np, NA, ang , figname
from layer import lays , rho0
NE = len(EE)
keye = matrix(k0 * eye (2))
Cf0 = 2 * pi / k0
F = matrix(zeros ((4,4)), dtype=complex)
def cref(a, E, nuc=False):
eF = matrix(eye (4)) # starting matrix for iteration
k = a * keye # diagonal matrix fov k vector
Cf = Cf0 / a # prefactor of scattering amplitude
for ly in lays: # iterate over layers
Euv = elec(ly[0]) # electronic scattering amplitude
if nuc: # if nuclear resonant scattering
Nuv = nucl(E, a) # nuclear scattering amplitude
Muv = Euv + ly[2] * rho0 * Nuv # total scattering amplitude
else:
Muv = Euv
f = Cf * Muv
# write propagation matrix
F[:2, :2] = f + k
F[:2, 2:] = f
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F[2:, :2] = - f
F[2:, 2:] = - f - k
# calculate eigenvalues and eigenstates
EV , ES = eig(F)
# propagate to next layer throug matrix exponential
eF = ES * diag(exp(1j * EV * ly[1])) * ES.I * eF
# reflected part of amplitude
return - eF[2:, 2:].I * eF[2:, :2]
def totref(a):
refn = zeros(NE)
for j, E in enumerate(EE): # iterate over energies
refe = cref(a, E) # electronic reflectivity
ref = cref(a, E, nuc=True) # total reflectivity
A = ref - refe # nuclear reflectivity
refn[j] = abs(A[0, 0]) ** 2 + abs(A[1, 0]) ** 2 # intensity from scattering matrix




pbar = ProgressBar (). start () # create progress bar
for i, a in enumerate(ang): # iterate over scattering angles
pbar.update (100.0 / N * i) # update progress bar
ref[i] = totref(a) # calculate total reflectivity over all energies
pbar.finish ()
q.put(ref) # return data in queue
def refmulproc(ang , Np):
dN = len(ang) / Np # angle steps per proc
q = [] # queue list
p = [] # process list
for i in range(Np):
q.append(Queue ()) # create queue
# create process for part of the angle range
p.append(Process(target=reflectivity , \
args=(q[-1], ang[dN * i:dN * (i + 1)])))
p[-1]. start() # start process
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ref = [q[i].get() for i in range(Np)] # get return values from queues
return hstack ((r for r in ref)) # stack the reflectivity parts
if __name__ == ’__main__ ’: # if file directly executed
ref = refmulproc(ang , Np) # calculate reflectivity
semilogy(ang , ref , ’r-’, lw=2) # plot semilogarithmic
savefig(figname) # save plot
The file layer.py defines the multilayer sample.
from numpy import array
rho0 = 4.0 / (3.87 ** 2 * 3.77) * 1E30 # m-3 # density of material
# layer parameters: refraction index [d, b], thickness (m), enrichment
lays = [ [[1.09E-5, 1.38E-6], 1.40E-9, 0.40], # 1
[[1.09E-5, 1.38E-6], 2.58E-9, 0.02],
[[1.09E-5, 1.38E-6], 1.40E-9, 0.40], # 2
[[1.09E-5, 1.38E-6], 2.58E-9, 0.02],
[[1.09E-5, 1.38E-6], 1.40E-9, 0.40], # 3
[[1.09E-5, 1.38E-6], 2.58E-9, 0.02],
[[1.09E-5, 1.38E-6], 1.40E-9, 0.40], # 4
[[1.09E-5, 1.38E-6], 2.58E-9, 0.02],
[[1.09E-5, 1.38E-6], 1.40E-9, 0.40], # 5
[[1.09E-5, 1.38E-6], 2.58E-9, 0.02],
[[1.09E-5, 1.38E-6], 1.40E-9, 0.40], # 6
[[1.09E-5, 1.38E-6], 2.58E-9, 0.02],
[[1.09E-5, 1.38E-6], 1.40E-9, 0.40], # 7
[[1.09E-5, 1.38E-6], 2.58E-9, 0.02],
[[1.09E-5, 1.38E-6], 1.40E-9, 0.40], # 8
[[1.09E-5, 1.38E-6], 2.58E-9, 0.02],
[[1.09E-5, 1.38E-6], 1.40E-9, 0.40], # 9
[[1.09E-5, 1.38E-6], 2.58E-9, 0.02],
[[1.09E-5, 1.38E-6], 1.40E-9, 0.40], # 10
[[1.09E-5, 1.38E-6], 2.58E-9, 0.02]]
The file elecref.py contains the calculation of the electronic scattering amplitude in
the constant energy approximation.
from numpy import eye , pi
from const import k0
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# calculate the electronic scattering matrix
def elec(db):
return k0 ** 2 / (2 * pi) * (-db[0] + 1j * db[1]) * eye (2)
The file nuclref.py contains the routines to calculate the nuclear resonant scattering
amplitude in the grazing incidence approximation.
from numpy import array , matrix , arange , dot , cos , sin , pi
from numpy import sum as sumn
from const import G0
from nucpar import Ig, Ie, L, Cnuc , Ege
from cg import cg as cgc
II = [Ig, L, Ie]
CG = array ([[ cgc(II, [m, M, m + M]) \
for M in arange(- L, L + 1)] for m in arange(- Ig , Ig + 1)])
s = array ([1.0 , 0.0, 0.0]) # sigma polariz. vector
B = array ([0.0 , 0.0, 1.0]) # magnetic field direction
d_sB = dot(s, B)
C_n = 3.0 / (16 * pi)
# calculate energie dependent part of nuclear scattering matrix
def FLM(w, M):
return Cnuc * G0 * sumn([CG[m, M + L] ** 2 \
/ (2 * (Ege[m + Ig , M + Ie] - w) - 1j * G0) \
for m in arange (2 * Ig + 1)])
# calculate the nuclear scattering matrix
def nucl(w, a):
Fp = FLM(w, +1)
Fm = FLM(w, -1)
F0pm = 2 * FLM(w, 0) - Fp - Fm
ca = cos(a)
sa = sin(a)
k = array ([0.0 , ca , sa]) # incoming wave vector
p = array ([0.0 , sa , ca]) # pi polarization vector
d_pB = dot(p, B)
d_kB = dot(k, B)
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return C_n * matrix ([ \
[Fp + Fm + d_pB ** 2 * F0pm , \
-1j * d_kB * (Fp - Fm) - d_sB * d_pB * F0pm], \
[1j * d_kB * (Fp - Fm) - d_sB * d_pB * F0pm , \
Fp + Fm + d_sB ** 2 * F0pm ]])
The file nucpar.py defines the parameters relevant for the calculation of the nuclear
resonant part of the scattering amplitude.
from numpy import array , arange , pi
from const import lam , E0
Ig = 0.5 # spin ground state
Ie = 1.5 # spin excited state
L = 1.0 # spin transition
mu = 3.153E-8 # eV T-1 # magnetic moment
mug = 0.091 * mu # rel. magn. moment ground state
mue = -0.153 * mu # rel. magn. moment excited state
B = 30.0 # T # magnetic hyperfine field
fLM = 0.8 # Lamb Moessbauer factor
alpha = 0.8 # internal conversion factor
# prop. matrix pre -factor
Cnuc = 4 * pi * lam * fLM / (2 * Ig + 1) / (1 + alpha)
# calculate transition energies
Ege = array ([[E0 - (mue * (g + m) / Ie - mug * g / Ig) * B \
for m in arange(- L, L + 1)] for g in arange(- Ig , Ig + 1)])
The file par.py sets mainly the energy range of the resonance and the angular range
of the refection.
from numpy import linspace
from const import E0, G0
NE = 70 # number of natural linewidths from the center
N = 1000 # number of energy steps between range of above
# energy range around nuclear resonance
EE = linspace(E0 - NE * G0, E0 + NE * G0, N)
Np = 2 # number of processors
NA = 100 # number of angle steps
ang = linspace (2.0E-3, 1.5E-2, NA) # grazing angle range
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figname = ’plot.pdf’ # name of plot file
The file const.py contains the fundamental physical constants involved.
from numpy import pi
hbar = 6.582E-16 # eV s # planck constant
c = 3.00E8 # m s-1 # speed of light in vacuum
E0 = 1.44E4 # eV # energy of photons
G0 = 4.66E-9 # eV # natural linewidth of 57Fe
k0 = E0 / (hbar * c) # m-1 # wave vector in
lam = 2 * pi / k0 # m # wave length of photons
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